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Fonn 3160-3 FORM APPROVED(September2001) OMBNo. 1004-0136
ExpiresJanuary 31, 2004UNITED STATES

DEPARTMENT OF THE INTERIOR 5. LeaseSerial No.
BUREAUOF LAND MANAGEMENT UTU-13905

APPLICATION FOR PERMIT TO DRILLOR REENTER 6. IfIndian, AllotteeorTribeName
N/A

la. Type of Work | DRILL REEl1TER 7. If Unit or CA Agreement, Name and No.
Lone Tree

8. Lease Name and Well No.
1b. Type of Well: S Oil Well Gas Well Other Single Zone O Multiple Zone LoneTree Fedem!GA-22-9-17(Rig Sidd)
2. Name of Operator 9. API Well No.
Newfield Production Company S ~Ól3- ÍÂ LŸ

3a. Address 36 Pftonc No, (include area code) 10. Fieldand Pool,or Exploratory
Route #3 Box 3630, MytoriUT 84052 (435) 646-3721 Monument Butte

4. Location ofWell (Report location clearly and in accordance with any State requirements.*) 11. Sec.,T., R., M.,or Bik. and Swvey or Area
At surface NE/SE 1990' FSL 663' FEL Û. O / e Ÿ Ê
At proposedprod. zone - g NE/SE Sec. 22. T98 R17E

1A Distason in miles and directionfromnearest townor post office* I2. County or Parish 13. Sune
AppFokinatley 18.2 miles southeast of Myton. Utah Duchesne UT

15. ,Distande fore proposed* 1(> No. of Acres in lease 17. Spacing Unitdedicatedte this well1oedtionto nearest
property ar lease line,ft.
(Also to nearest drig.unit line, if any) Appmx. 65& Wise,95& Gunit 1200,00 40 Acres

18. Distance from proposed löcation* 19 Proposed Depth 20. BLM/BIA Bond No. on file
to nearest well, drilling,completed,
applied for, an this lease, ft. Approx. 1310' 5620' 6 00 $

21. Elevations (Show whether DF, KDB, RT, GL, etc.) 22. Approximate date wark will start* 23. Estimaled duration
5251' GL 1st Quarter 2008 mately aavan(7) daya 80m spudtodg miense

24. Attachments
The following, completed in accordancewith the requirements of OnshoreOil and GasOrderNo.1, shall be attached to this form:

1. Well plat certilled by a registered surveyur. 4. Bond to cover the operations unless covered by an existing bond on file (see
2. A Drilling Plan. Item20 above),
3. A Surface Use Plan (if the location is on NationalForest SystemLands, the 5. Operatorcertification.

SUPÖshall be filed with theappropriate Forest Service Office). 6. Su r mie-specific information and/or plans as may be required by the

25, S gna Name (Printed/1pped) Data
Mandie Crozier _ 1/8/08

Title
Regulat ry peci

Nanie (P yped Date

Title Office

Application approval doesnot warrant or certi y e the applicant holdslegalor equitable title to those rights in thesubject leasewhich would entitle the applicant to conduct
operations thereon.
Conditions of approval, if any, are attached.

Title 18 U.S.C. Seedon 1001 and Tide 43 U.S.C.Section 1212, inake it a crimefor any person knowingly and willfully to make to any departmentor agency of the United
States any false, fictitious or fraudulentstatements or representations as to any matter within its jurisdiction.
*(Instructlanson reverse)

poderafApproval ofMRIGSKlD ----
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I LONE TREE9A-22-9-17 DATE SURVEYED:
= SECTION CORNERS LOCATED (Surface Locotion) NAD 8J 06-23-06 SURVEYED BY: C.M.
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NEWFIELD PRODUCTION COMPANY
LONE TREE FEDERAL #9A-22-9-17

NE/SE SECTION 22, T9S, R17E
DUCHESNE COUNTY,UTAH

ONSHORE ORDER NO. 1

DRILLING PROGRAM

1. GEOLOGIC SURFACE FORMATION:

Uinta formationof Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0 - 1750'
Green River 1750'
Wasatch 5620'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

GreenRiver Formation 1750' -5620' - Oil

4. PROPOSED CASING PROGRAM

Please refer to the Monument Butte Field StandardOperationProcedure (SOP).

5. MINIMUM SPECIFICATIONS FOR PRESTURE CONTROL:

Please refer to the Monument Butte Field SOP. See Exhibit "C".

6. TYPE AND CHARACTERISTICSOF TIIE PROPOSED CIRCULATION MUDS:

Please refer to the Monument ButteField SOP.

7. AUXILIARYSAFETY EQUIPMENT TO BE USED:

Please refer to the Monument Butte Field SOP.

8. TESTING, LOGGING AND CORING PROGRAMS:

Please refer to the Monument Butte Field SOP.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

The anticipated maximum bottomhole pressure is 1800 psi. It is not anticipated that abnormal
temperatureswill be encountered.

10. AN77CIPATED STARTING DATE AND DURATION OF THE OPERATIONS:

Please refer to the Monument Butte Field
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NEWFIELD PRODUCTION COMPANY
LONE TREE FEDERAL #9A-22-9-17

NEISE SECTION 22, T9S, R17E
DUCHESNE COUNTY,UTAH

ONSHORE ORDER NO. 1

MULTI-POINT SURFACE USE & OPERATIONS PLAN

1. EXISTING ROADS

See attachedTopographicMap "A"

To reach Newfield Production Company well locationsite Lone Tree Federal #9A-22-9-17 located
in the NE 1/4 SE 1/4 Section 22, T9S,R17E,Duchesne County, Utah:

Proceed southwesterlyout of Myton, Utah alongHighway 40 - 1.6 miles± to the junctionof this
highway and UT State Hwy 53; proceed southeasterly along Hwy 53 - 11.7 miles ±to it's junction
with an existing dirt road to the southwest; proceed southwesterly -0.9 miles ± to it's junction
with an existing road to the south; proceed southeasterly -2.6 miles ±to it's junction with the
beginningof an existing two track road to be up-graded; proceed southeasterly - 3080' ± to it's
junctionwith the beginning of the proposedaccess road to the northeast; proceednortheasterly
along the proposed access road -0.8 miles ±to the proposed well location.

2. PLANNED ACCESS ROAD

See Topographic Map "B" for the locationof the proposed access road.

3. LOCATION OF EXTSTING WELLS

Refer to Exhibit "B".

4. LOC4TION OF EXTSTING AND/OR PROPOSED FACILITIES

All permanent surface equipment will be painted Carlsbad Canyon.
Please refer to the Monument Butte Field Standard OperatingProcedure (SOP),

5. LOCATION AND TYPE OF WATER SUPPLY

Please refer to the MonumentButte Field SOP. See Exhibit "A".

6. SOURCE OF CONSTRUCTION MATERIALS

Please refer to the Monument Butte Field SOP.

7. METHODS FOR HANDLING WASTE DISPOSAL

Please refer to the Monument Butte Field SOP.

8. ANCILLARF FACILITIES

Please refer to the MonumentButte Field SOP.
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9. WELLSITE LAYOUT

See attached Location Layout Diagram.

10. PLANSFOR RESTORATION OF SURFACE

Please refer to the MonumentButte Field SOP.

11. SURFACE OWNERSHIP - Bureau Of LandManagement (Proposed locationand access roads
leadingto).

Ì2. OTHER ADDITIONAL INFORMATION

The Archaeological Resource Survey and Paleontological Resource Survey for this area are
attached. MOACReport #04-206,6/15/05. Paleontological Resource Survey preparedby, Wade
E. Miller, 6/29/05, See attached report cover pages,Exhibit "D".

For the Lone Tree Federal #9A-22-9-17 Newfield Production Company requests a 470' ROW be
granted in Lease UTU-79015,a 1990' ROWbe granted in Lease UTU-65320, and 4990' of
disturbedarea be granted in Lease UTU-13905 to allow for construction of the proposed access
road, Refer to Topographic Map "B". For the planned access road a permanent width of 30'
and a running surface of 18'. The construction phase of the planned access road will last
approximately (5) days. The planned access road will be an 18' crown road (9' either side of the
centerline) with drainageditches along either side of the proposed road whetherit is deemed
necessary in order to handleany run-offfromnormal meteorological conditions that are prevalent
to this area. The maximum grade will be less than 8%. There will be no culverts required along
this access road. There will be barrowditches and turnouts as needed along this road. There are
no fencesencountered along this proposedroad. There will be no new gates or cattle guards
required, All construction material for this access road will be borrowed material accumulated
during construction of the access road.

Newfield Production Company requests a 470' ROW in Lease UTU-79015, a 1990' ROW in
Lease UTU-65320, and 4990' of disturbed area be granted in Lease UTU-13905 to allow for
construction of the proposed gas lines. It is proposed that the ROW and disturbed area will be 50'
wide to allow for construction of a 6" gas gathering line, and a 3" poly fuel gas line. Both lines
will tie in to the existing pipeline infrastructure.Refer to Topographic Map "C." For a ROW
plan of development,please refer to the Monument ButteField SOP.

Newfield ProductionCompanyrequests a 470' ROW in Lease UTU-79015,a 1990' ROW in
Lease UTU-65320, and 4990' of disturbedarea be granted in Lease UTU-13905to allow for
construction of the proposedwater lines. It is proposed that the ROW and disturbed area will be
50' wide to allow for construction of a buried 3" steel water injection line and a buried3" poly
water return line. Refer to Topographie Map "C." For a ROW plan of development,please
refer to the Monument Butte Field SOP.

Water Disposal
Immediately upon first production, all produced water will be confined to a steel storage tank. If
the production water meets qualityguidelines,it is transportedto the Ashley, Monument Butte,
Jonah, and Beluga water injectionfacilities by company or contract trucks. Subsequently, the
produced water is injected into approved Class II wells to enhance Newfield's secondary recovery
project.

Water not meeting quality criteria, is disposed at Newfield's Pariette #4 disposal well (Sec. 7, T9S
Rl9E) or at State of Utah approved surface disposalfacilities.
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Threatened, Endangered, And Other Sensitive Species
None for the proposedLone Tree Federal 9A-22-9-17.

Reserve Pit Liner
A 12 mil linerwith felt is required. Please refer to the Monument Butte Field SOP.

Location and Reserve Pit Reclamation
Please refer to the Monument Butte Field SOP.

The followingseedmixture will be usedon thetopsoilstockpile, to the recontoured surface of the
reserve pit, and for finalreclamation: (All poundages are in pure liveseed)

Western Wheatgrass Pascopyrum Smithii 6 lbs/acre
Galletta Grass Hilaria Jamesii 6 lbs/acre

Details of the On-Site Inspection
The proposed LoneTree Federal #9A-22-9-17 was on-sited on 7/27/06. The following were
present; Shon Mckinnon (Newfeild Production), Chris Carusona (Bureau of Land Management)
and BrandonMcDonald (Bureau of Landmanagement). Weather conditions were clear and
ground cover was 100% open.

13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Dave Allred
Address: Route #3 Box 3630

Myton, UT 84052
Telephone: (435) 646-3721

Certification

Please be advised that NEWFIELD PRODUCTION COMPANY is considered to be the
operator of well #9A-22-9-17 NE/SE Section 22, Township 9S, Range 17E: LeaseUTU-13905
Duchesne County, Utah: and is responsible under the terms and conditions of the lease for the
operations conducted upon the leased lands. Bond coverage is provided by US Specialty
Insurance #L#Ra·o 3 ,

I hereby certify that the proposeddrillsite and access route have been inspected, and I
am familiar with the conditions which currently exist; that the statements made in this plan are true
and correct to the best of my knowledge;and that the work associated with the operations
proposed here will be performedby Newfield Production Company and its contractors and
subcontractors in conformity with this plan and the terms and conditions under which it is
approved. This statement is subject to the provisions of 18U.S.C. 1001 for the filing of a false
statement.

1/8/07
Date Mandie ozier

Regulatory Specialist
Newfield Production Company
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NEWFIELD PRODUCTION COMPANY
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220' NORTHERLY = 5248.7
SURVEYED BY: C.M. DATE SURVEYED: 06-23-06 i State <"32 '"'-26°'

DRAWN BY: F.T.M. DATEDRAWN: 06-26-06 La,nd Surveying, Inc.
SCALE: 1" = 50' REVISEO: F.T.M. 01-08-08 \ 180 NORTH VERNAL AVE. VERNAL, UTAH
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NEWFIELD PRODUCTION COMPANY

LONE TREE 9A--22-9-17

Section 22, T9S, Ri7E, S.L.B.&M.
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ROAD (Max. 6% Groo'e) 170' NORTHERLY = 5249.8'

220' NORTHERLY = 5248.7
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DRAWN BY: F.T.M. DATEDRAWN: 06-26-06 La,nd Surveying, Inc.
SCALE: 1" = 50' REVISEO: F.T.M. 01-08-08 \ 180 NORTH VERNAL AVE. VERNAL, UTAH
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NEWFIELD PRODUCTION COMPANY

CROSS SECTIONS
LONE TREE 9A-22-9--12'

= 50' SM. 2+90

Y = 5 o' SM . 2+22

14ELLHOLE
I

50' 59. 1+60

-Il

1" = so SM. 0+00 ESTIMATED EARTHWORK QUANTITIES
(No Shrink or swell adjustrnents have been used)

(Expressed in Cubic Yards)

ITEM CUT FILL 6" TOPSOIL EXCESS
NOTE· PAD 590 590 ToPeoil is 0

not included --UNLESS OTHERWISE NOTED PIT 640 0 in Pad cut 640ALL CUT/FlLL SLOPES ARE
AT 1.5:1 TOTALS 1,230 590 930 640

SURVEYED BY: C.M. DATE SURVEYED: 06-23-06 i State (""2 '"'¯2

DRAWN BY: F.T.M. DATE DRAWN: 06-26-06 and Sumeying Inc.
SCALE: 1" = 50' REVISED: F.T.M. 01-08-08 180 NORTH VERNAL AVE. VERNAL, UTAH
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-Il
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(No Shrink or swell adjustrnents have been used)
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ITEM CUT FILL 6" TOPSOIL EXCESS
NOTE· PAD 590 590 ToPeoil is 0

not included --UNLESS OTHERWISE NOTED PIT 640 0 in Pad cut 640ALL CUT/FlLL SLOPES ARE
AT 1.5:1 TOTALS 1,230 590 930 640

SURVEYED BY: C.M. DATE SURVEYED: 06-23-06 i State (""2 '"'¯2

DRAWN BY: F.T.M. DATE DRAWN: 06-26-06 and Sumeying Inc.
SCALE: 1" = 50' REVISED: F.T.M. 01-08-08 180 NORTH VERNAL AVE. VERNAL, UTAH
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Proposed Locat on

Existing Road
Proposed Access

. (435) 781-2501
180 North ve aum. VemaF,Utah ¾4078

Lone Tree 9A-22-9-17 , . -. - - -

SEC. 22, T9S, Ri7E, S.LB.&M- i ' "A"t f.

Proposed Locat on

Existing Road
Proposed Access

. (435) 781-2501
180 North ve aum. VemaF,Utah ¾4078

Lone Tree 9A-22-9-17 , . -. - - -

SEC. 22, T9S, Ri7E, S.LB.&M- i ' "A"t f.
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lo 5 15

520. Prop e ocation
Lone Tree SA-22

Snyder 1,280Spring

Legend
Existing Road

Proposed Access

no Na vemsA Existing Two-Track

Lone Tree 9A-22-9-17 EM WB
SEC. 22, T9S, R17E, S.LB.&M. "g"
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no Na vemsA Existing Two-Track

Lone Tree 9A-22-9-17 EM WB
SEC. 22, T9S, R17E, S.LB.&M. "g"
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CULTURALRESOURCE INVENTORYOF
NEWFIELD EXPLORATION'S BLOCKPARCELS

IN T9S, R17E, SEC. 19, 20, 21 &22
DUCHESNE COUNTY, UTAH

KatieSimon

Prepared For:

Bureau of Land Managernent
Vernal Field Office

Prepared Under Contract With:

Newfieîd Exploration Company
Route 3 Box 3630
Myton, Utah 84052

Prepared By:

MontgorneryArchaeological Consultants
P.O. Box 147

Moab, Utah 84532

MOAC Report No. 04-206

June 15, 2005

United States Department of Interior (FLPMA)
Permit No. 05-UT-60122

State of Utah Antiquities Project (Survey)
Permit No.
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NEWFIELD PRODUCTION COMPANY

PALEONTOLOGICAL FIELD SURVEY OF PROPOSED
PRODUCTION DEVELOPMENT AREAS,

DUCHESNE COUNTY, UTAH

Section22, T 9 S, R 17 E [entire sectionexcludingthe NW 1/4, NE 1/4;
NE 1/4 and NW 1/4, NW 1/4]; NE 1/4, Section9, T 9 S,R 16 E; .

NE 1/4, NE 1/4, Section 10, T 9 S, R I TE

REPORT OF SURVEY

Prepared for:

Newfield Production Company

I
Prepared by:

Wade W.1Vfüler
ConsultingPaleontologist

June 29,
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 01/09/2008 API NO. ASSIGNED: 43-013-33869

WELL NAME: LONE TREE FED $Ñ-$$- j-l'/

OPERATOR: NEWFIELD PRODUCTION ( N2695 ) PHONE NUMBER: 435-646-3721

CONTACT: MANDIE CROZIER

PROPOSED LOCATION: INSPECT LOCATN BY: / /
NESE 22 090S 170E

Tech Review Initials Date
SURFACE: 1990 FSL 0663 FEL
BOTTOM: 1990 FSL 0663 FEL Engineering

COUNTY: DUCHESNE
Geology

LATITUDE: 40.01467 LONGITUDE: -109.9851

UTM SURF EASTINGS:586620 NORTHINGS: 4429669 Surface

FIELD NAME: MONUMENT BUTTE ( 105 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-13905 PROPOSED FORMATION: GRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

/~ Plat R649-2-3.

/ Bond: Fed[1] Ind[] Sta[] Fee[]
Unit: LONE TREE (GRRV)

(No. WYBOOO493 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting: 460 From Qtr/Qtr & 920' Between Wells

Water Permit R649-3-3. Exception
No.MUNICIPAL )

RDCC Review (Y/N)
Drilling Unit

(Date: ) Board Cause No:

)LLA Fee Surf Agreement (Y/N) iti g

Intent to Commingle (Y/N) (,R649-3-11. Directional Drill

COMMENTS: op .s y endt 2

STIPULATIONS: cLM
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MONUMENT BUTTE FIFID
LONE TREE (GR) UNIT

L
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L
LONE TREE
FED8-H+G
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FEDS-M+g FED7-m+¶ l if W

22

LONE TREE
LONEREE NGC EED LONE IREE HD 9-H+G
HD n-E*U 23-22-H@ FED10-22-9-17 (P&A"D) DS FED

LONEREE O my y 3 a •

HD 9-NGU HD 8-22 y WM REE
no 9A-neu
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i
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HKEN

OPERATOR: NEWFIELD PROD CO (N2695)
UTAH

SEC:22 T.9S R.17s DNR
FIELD: MONUMENT BUTTE (105)

COUNTY: DUCHESNE
Wells Status

CAUSE: 22&5 / 8-26-1998 y GAS INJECTION
GAS STORAGE OIL, GAS & MINING

X LOCATION ABANDONED
NEW LOCATION NField Status Unit Status PLUGGED & ABANDONED

ABANDONED
|¯¯¯\EXPLORATORY PRODUCING GAS

ACTIVE GAS STORAGE e PRODUCENG OILNF PP OIL & SHUT-IN GASCOMBINED NFSECONDARY
+ SHUT-INOIL W E

P D
I5NG TEMP BANDONED

TED PP GEOTHERML & WATER INJECTION S
PP OIL g WATER SUPPLY PREPARED BY:DIANA MASON
SECONDARY WATER DISPOSAL DATE:09-jANUARY-2008
TERMINATED
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State $Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Executive Director

JON M. HUNTSMAN, JR.
ÜiVision of Oil Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

January 9, 2008

Newfield Production Company
Rt. #3, Box 3630
Myton, UT 84052

Re: Lone Tree Federal 9A-22-9-17 (Rig Skid) Well, 1990' FSL, 663' FEL, NE SE, Sec. 22,
T. 9 South, R. 17 East, Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-013-33869.

Sincerely,

rGil Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal Office

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 •TTY (801) 538-7458 • wwwogm.utah.gov OIL, GAS &
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Governor JOHN R. BAZA
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Lieutenant Governor
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Myton, UT 84052
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T. 9 South, R. 17 East, Duchesne County, Utah
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Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-013-33869.

Sincerely,

rGil Hunt
Associate Director

pab
Enclosures

cc: Duchesne County Assessor
Bureau of Land Management, Vernal Office

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 •TTY (801) 538-7458 • wwwogm.utah.gov OIL, GAS &



O O
Operator: Newfield Production Company
Well Name & Number Lone Tree Federal 9A-22-9-17 (Rig Skid)
API Number: 43-013-33869
Lease: UTU-13905

Location: NE SE Sec. 22 T. 9 South R. 17 East

Cond&ns of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division with 24 hours of spudding the well.

• Contact Carol Daniels at (801) 538-5284.

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 office (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to
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O O
EORM 3160-4 SUBMIT IN DUPLICATE* FORMAPPROVED
quly199i) (See other in- OMB NO. 1004-0137

UNITED STATES " "'°i°""° © Expires: February 28, 1995
reverse side)

DEPARTMENTOF THE INTERIOR 5.LEASEDESIGNATIONANDSERIALNO.

BUREAU OF LANDMANAGEMENT UTU-13905
WELL COMPLETIONOR RECOMPLETION REPORT AND LOG* 6.IFlNDIAN,ALLOTTEEORTRI$ENAME

la. TYPE OF WORK 7. UNIT AGREEMÉNTNAMEa U = O DRY Other Lone Tree Unit
1b. TYPE OF WELL

8.FARMORLEASENAME,WELLNO.
NEW WORK PLUG DIFF

WELL OVER DEEPEN BACK RESVR. Other P&A Lone Tree Federal 9-22-9-17
2. NAME OF OPERATOR 9. WELLNO.

Newfield Exploration Company 43-013-33306
3. ADDRESSANDTELEPKONENO. 10.FIEI DAND POOLOR WILDCAT

1401 17th St. Suite 1000 Denver, CO 80202 Monument Butte
4. LOCATIONOF WELL(Report locationscleady and in accordancewith any Staterequirements.*) 11.SEC.,T., R., M , OR BLOCK ÀNDSURVEY
At Surface 1980' FSL & 660' FEL (NE/SE) Sec.22, TSS, R17E OR AREA

At top prod. Intervalreported below Sec. 22, T9S, Ri7E

t iptpl..depth 14.APINO. DATEISSUSD 12.COUNTYOR PARISH 13. STATE
43-013-33306 9/19/06 Duchesne UT

LS,DATÈSPUDDED 16.DATET.D. REACHED 17.DATE COMPL (Readyto prod.) 18,ELEVATIONS(DF,RKB,RT, GR, ETC.)* 19.ELEMCASINGHEAD
1/8/08 1/8/08 1/9/08 5251' GL 5263' KB

20. TOTALDEPTH,MD& TVD 21. PLUG BACKT.D.,MD & TVD 22. IFMULTIPLËCOMPL., 23.INTERVALS ROTARYTOOLS CABLETOOLS
. , HOW MANY* DR]LLEDBY

189' 189' --> X
Í4. PRODUCINGINTERVAL(S),OF THISCOMPLETION-TOP, BOTTOM,NAME (MD ANDTVD)* 25, WASDTRECTIONAL

SURVEYMADE

No
16. TYPE ELGCTRICANDOTHERLOGSRUN 27.WAS WELLCORED

No
23. . CASING RECORD (Report all strings set in weHy

CASING SIZF/GRADE WEIGHT, LB./FT. DEPTH SET (MD} HOLE SIZE . TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED

19. LINER RECORD 30. TUBING RECORD
S ZË . TOP (MD} BOTTOM(MD) SACKSCEMENT* SCREEN(MD) SIZE dEPTH SET (MD PACKERSET (MD)

di ÈRF l ATION RECORD (Intervat sizeand number) 32. ACID, SHOT FRACTURE, CEMENT SQUEEZE,ETC.
INTERVAL SIZE SPF/NUMBER ,

DEPTHINTERVAL(MD) AMOUNTANØKIÑOOFafATERIALUSED

Plug 1 189' mp 185 sackŠClass "G" Cement do n hole wl2 bbis räitt.Tied to

33.* . PRODUCTION
DATE FIRSTPRODUCTION PRODUCTIONMETHOD(Flowing,gas lifl, pumping-size and typeof pump) WELLSTATUS(Producingorsbui in)

P&A
DATE OF TEST

, , , HOURSTESTED CHOKE SIZE PROD'N.FOR OIL-BBLS, GAS-MCF. WATER-ÉBL S-OILRÀTIO
.

TEST PERIOD

FLOW. TUBINGPRESS. CASINGPRESSURE CALCULATED OIL-BBL GAS--MCF. WATER--BBL OILGRAVITY-AP[(CORR,)
24-HOURRATE

1 ÃF.ÑÁË(old, used for fuel, vented, etc) TEST WITNESSEDBY
NA

5 ST OF ATTACHMENTS

3i Ì he ly certify that oing d attache o son complete and correct as determined fromall available records
SfGÑED TITLE Regulatory Specialist onts 1/9/2008-

ManËCro MC
(See Instructioris and Spaces for Additional Data on Reverse Side}

Title IS U.S.C.Section 1001,makesit a crime for any personknowinglyand willfullyto maketo anydepartmenter agencyorthe UnliedSLates any falso,IIctitionsor fraudulentstatementsor representationsas to any maner within
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UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

VERNAL FIELD OFFICE
170 South 500 East VERNAL, UT 84078 (435) 781-4400

CONDITIONS OF APPROVAL FOR APPLICATION FOR PERMIT TO DRILL

Company: Newfield Production Company Location: NESE, Sec. 22, T9S, R17E
Well No: Lone Tree Federal 9A-22-9-17 Rig Skid Lease No: UTU-13905
API No: 43-013- S'3g Agreement: Lone Tree Unit

Title Name Office Phone Number Cell Phone Number
Petroleum Engineer: Matt Baker (435) 781-4490 (435) 828-4470
Petroleum Engineer: Michael Lee (435) 781-4432 (435) 828-7875
Petroleum Engineer: James Ashley (435) 781-4470 (435) 828-7874
Petroleum Engineer: Ryan Angus (435) 781-4430 (435) 828-7368
Supervisory Petroleum Technician: Jamie Sparger (435) 781-4502 (435) 828-3913
NRS/Enviro Scientist: (435) 781-4475 (435) 828-4029
NRS/Enviro Scientist: Karl Wright (435) 781-4484 (435) 828-7381
NRS/Enviro Scientist: Holly Villa (435) 781-4404
NRS/Enviro Scientist: (435) 781-4476
NRS/Enviro Scientist: Chuck Macdonald (435) 781-4441 (435) 828-7481
NRS/Enviro Scientist: Jannice Cutler (435) 781-3400 (435) 828-3544
NRS/Enviro Scientist: Michael Cutler (435) 781-3401 (435) 828-3546
NRS/Enviro Scientist: Anna Figueroa (435) 781-3407 (435) 828-3548
NRS/Enviro Scientist: Verlyn Pindell (435) 781-3402 (435) 828-3547
NRS/Enviro Scientist: Darren Williams (435) 781-4447
NRS/Enviro Scientist: Nathan Packer (435) 781-3405 (435) 828-3545

Fax: (435) 781-3420

A COPY OF THESE CONDITIONS SHALL BE FURNISHED TO YOUR
FIELD REPRESENTATIVE TO INSURE COMPLIANCE

All lease and/or unit operations are to be conducted in such a manner that full compliance is made with the
applicable laws, regulations (43 CFR Part 3160), and this approved Application for Permit to Drill including
Surface and Downhole Conditions of Approval. The operator is considered fully responsible for the actions of his
subcontractors. A copy of the approved APD must be on location during construction, drilling, and completion
operations. This permit is approved for a two (2) year period, or until lease expiration, whichever occurs
first. An additional extension, up to two (2) years, may be applied for by sundry notice prior to expiration.

NOTIFICATION REQUIREMENTS

Location Construction - Forty-Eight (48) hours prior to construction of location and
(Notify Environmental Scientist) access roads.
Location Completion - Prior to moving on the drilling rig.
(Notify Environmental Scientist)
Spud Notice - Twenty-Four (24) hours prior to spudding the well.
(Notify Petroleum Engineer)
Casing String & Cementing - Twenty-Four (24) hours prior to running casing and
(Notify Supv. Petroleum Tech.) cementing all casing strings.
BOP & Related Equipment Tests - Twenty-Four (24) hours prior to initiating pressure tests.
(Notify Supv. Petroleum Tech.)
First Production Notice - Within Five (5) business days after new well begins or
(Notify Petroleum Engineer) production resumes after well has been off production for

more than ninety (90)
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Page 2 of 8
Well: Lone Tree Federal 9A-22-9-17 Rig Skid

1/9/2008

SURFACE USE PROGRAM
CONDITIONS OF APPROVAL (COAs)

Surface COAs:

• If there is an active Gilsonite mining operation within 2 miles of the well location, operator shall
notify the Gilsonite operator at least 48 hours prior to any blasting during construction.

• If paleontological materials are uncovered during construction, the operator is to immediately
stop work and contact the Authorized Officer (AO). A determination will be made by the AO as
to what mitigation may be necessary for the discovered paleontologic material before
construction can continue.

STIPULATIONS AND NOTICES:

• Adhere to Executive Order 5327 of April 15, 1930, stipulations for lands in oilshale withdrawal.

• Wildlife stipulations:
There is a newly discovered Ferruginous hawk nest in a tree (Lone Tree) 0.5 miles east of the
access road, but is not in line-of-site. With this occurrence there will be a time restriction to
protect Ferruginous hawk nesting from March 1 - July 15.

Lease Notices from Resource Management Plan:
The lesseeloperator is given notice the area has been identified as containing Black-footed
ferret habitat. Modifications may be required in the Surface Use Plan to protect the Black-
footed ferret and/or its habitat from surface disturbance activities in accordance with Appendix 2
of the Diamond Mountain Resource Management Plan and Environmental Impact Statement,
Section 6 of the lease terms, Endangered Species Act, and 43 CFR 3101.1-2.

Comments:
1. The proposed area contains poor Mountain Plover habitat due to dense vegetation and

many rollinghills.
2. If it is anticipated that construction or drilling will occur during the given timing

restrictions for any wildlife, a BLMor qualified biologist shall be notifiedso surveys can
be conducted. Depending upon the results of the survey, permission to proceed may or
may not be recommended or granted (depending on the species being surveyed and the
condition of the habitat).

CONDITIONS OF APPROVAL:

• ROW (Right of Way):
Access roads willbe Crowned (2 to 3%), ditched, and constructed with a running surface of 18
feet and a maximum disturbed width of 30 feet during construction. The estimated time required
for construction will be 15 days.
Construction of gas pipelines. The disturbed area will be 50 feet wide to allow for construction
and 30 feet wide for operations. The gas pipelines will be a surface 6" gas gathering line, and a
surface 3" poly fuel gas line. Both lines will tie in to the existing pipeline infrastructure. The
estimated time required for construction willbe 15
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Well: Lone Tree Federal 9A-22-9-17 Rig Skid

1/9/2008

Construction of water pipelines. Water pipelines will be buried 4 to 5 feet deep to avoid
freezing. The disturbed area will be 50 feet wide to allowfor construction and 30 feet wide for
operations. Buried water pipelines will be 3" steel water injection line and a 3" poly water return
line. The estimated time required for construction will be 15 days.

• All applicable local, state, and/or federal laws, regulations, and/or statutes will be complied with.

• All traffic related to this action will be restricted to approved routes. Cross-country vehicle travel
will not be allowed.

• No vehicle travel, construction or routine maintenance activities shall be performed during
periods when the soil is too wet to adequately support vehicles and/or construction equipment.
If such equipment creates ruts in excess of four inches deep, the soil shall be deemed toowet
to adequately support construction equipment.

• The access road will be crowned and ditched. Flat-bladed roads are not allowed.

• If additional erosion occurs during the life of this project, more culverts, Iow water crossings,
berms, wing ditches or etc. will be needed to control the erosion.

• Low-water crossings will be appropriately constructed to avoid sedimentation of drainage ways
and other water resources.

• Pipelines will be buried at all major drainage crossings.

• Prevent fill and stock piles from entering drainages.

• The reserve pit will be lined with a 12 ml or greater liner and felt prior to spudding.

• The liner is to be cut 5 feet below ground surface or at the level of the cuttings, whichever is
deeper, and the excess liner material is to be disposed of at an authorized disposal site.

• When the reserve pit contains fluids or toxicsubstances, the operator must ensure animals do
not ingest or become entrapped in pit fluids.

• If Uinta Basin hookless cactus or other special status plants are found, construction willcease
and the AO will be notified to determine the appropriate mitigation.

• The interim seed mix for this location shall be:

Crested Wheatgrass (Agropyron cristatum): 4 Ibslacre
Indian Ricegrass (Achnatherum hymenoides): 4 lbslacre
Needle and Threadgrass (Hesperostipa comata): 4 lbslacre
Scarlet Globemallow (Sphaeralcea coccinea) 1 lbslacre

• AIIpounds are in pure live seed.
• Rates are set for drill seeding; double the rate if broadcasting.
• Reseeding may be required if initial seeding is not successful.

• The operator will be responsible for treatmentand control of invasive and noxious
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• The topsoilfrom the reserve pit shall be stripped and piled separately near the reserve pit.
When the reserve pit is closed, it shall be recontoured and the topsoilrespread, and the area
shall be seeded in the same manner as the location topsoil.

• Once the location is plugged and abandoned, it shall be recontoured to natural topology,topsoil
shall be respread, and the entire location shall be seeded with a seed mix recommended by the
AO (preferably of native origin). Seed application will follow all guidelines in the interim seed
mix bullet statement above. If reclamation seeding should take place using the broadcast
method, the seed at a minimumwill be walked into the soil with a dozer immediately after the
seeding is completed.

• The authorized officermay prohibit surface disturbing activities during severe winter conditions
to minimize watershed damage. This limitation does not apply to operation and maintenance of
producing wells.

• The authorized officermay prohibit surface disturbing activities during wet or muddy conditions
to minimize watershed damage. This limitation does not apply to operation and maintenance of
producing wells.

• Allwell facilities not regulated by OSHA willbe painted Carlsbad Canyon.

• AIIboulders with a length or diameter greater than 3 feet, that are found showing at the surface,
will be stockpiled for use during final reclamation.

• Notify the Authorized Officer 48 hours prior to surface disturbing
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DOWNHOLE PROGRAM
CONDITIONS OF APPROVAL (COAs)

SITE SPECIFIC DOWNHOLE COAs:

• None.

AII provisions outlined in Onshore Oil & Gas Order #2 Drilling Operations shall be strictly
adhered to. The following items are emphasized:

DRILLINGICOMPLETIONIPRODUCING OPERATING STANDARDS

• The spud date and time shall be reported orallyto Vernal Field Office within 24 hours of
spudding.

• Notify Vernal Field Office Supervisory Petroleum Engineerinq Technician at least 24 hours in
advance of casinq cementinq operations and BOPE & casinq pressure tests.

• Blowout prevention equipment (BOPE) shall remain in use until the well is completed or
abandoned. Closing unit controls shall remain unobstructed and readily accessible at all times.
Choke manifolds shall be located outside of the rig substructure.

• All BOPE components shall be inspected daily and those inspections shall be recorded in the
daily drilling report. Components shall be operated and tested as required by Onshore Oil &
Gas Order No. 2 to insure good mechanical working order. All BOPE pressure tests shall be
performed by a test pump with a chart recorder and NŒ by the rig pumps. Test shall be
reported in the driller's log.

• BOP drills shall be initially conducted by each drilling crew within 24 hours of drilling out from
under the surface casing and weekly thereafter as specified in Onshore Oil & Gas Order No. 2.

• Casing pressure tests are required before drilling out from under all casing strings set and
cemented in place.

• No aggressivelfresh hard-banded drill pipe shall be used withincasing.

• Cement baskets shall not be run on surface casing.

• The operator must report all shows of water or water-bearing sands to the BLM. Ifflowing water
is encountered it must be sampled, analyzed, and a copy of the analyses submitted to the BLM
Vernal Field Office.

• The operator must report encounters of all non oil & gas mineral resources (such as Gilsonite,
tar sands, oilshale, trona, etc.) to the Vernal Field Office, in writing, within 5 working days of
each encounter. Each report shall include the well namelnumber, well location, date and depth
(from KB or GL) of encounter, vertical footage of the encounter and, the name of the person
making the report (along with a telephone number) should the BLM need to obtain additional
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• A complete set of angular deviation and directional surveys of a directional well will be
submitted to the Vernal BLMoffice engineer within 30 days of the completion of the well.

• While actively drilling, chronologic drilling progress reports shall be filed directly with the BLM,
Vernal Field Office on a weekly basis in sundry, letter format or e-mail to the Petroleum
Engineers until the well is completed.

• A cement bond log (CBL) will be run from the production casing shoe to the top of cement and
shall be utilized to determine the bond quality for the production casing. Submit a field copy of
the CBL to this office.

• Please submit an electronic copy of all other logs run on this well in LAS format to
UT_VN_Welllogs@BLM.gov. This submission will supersede the requirement for
submittal of paper logs to the BLM.

• There shall be no deviation from the proposed drilling, completion, and/or workover program as
approved. Safe drilling and operating practices must be observed. Any changes in operation
must have prior approval from the BLMVernal Field
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OPERATING REQUIREMENT REMINDERS:

• Allwells, whether drilling, producing, suspended, or abandoned, shall be identified in
accordance with 43 CFR 3162.6. There shall be a sign or marker with the name of the operator,
lease serial number, well number, and surveyed description of the well.

• In accordance with 43 CFR 3162.4-3, this well shall be reported on the "Monthly Report of
Operations" (Oil and Gas Operations Report ((OGOR)) starting with the month in which
operations commence and continue each month until the well is physically plugged and
abandoned. This report shall be filed in duplicate, directly with the Minerals Management
Service, P.O. Box 17110, Denver, Colorado 80217-0110, or call 1-800-525-7922 (303) 231-
3650 for reporting information.

• Should the well be successfully completed for production, the BLMVernal Field office must be
notifiedwhen it is placed in a producing status. Such notification will be by written
communication and must be received in this office by not later than the fifth business day
following the date on which the well is placed on production. The notification shall provide, as a
minimum, the following informational items:

o Operator name, address, and telephonenumber.

o Well name and number.

o Well location (¼¼,Sec., Twn, Rng, and P.M.).

o Date well was placed in a producing status (date of first production for which royalty will
be paid).

o The nature of the well's production, (i.e., crude oil, or crude oil and casing head gas, or
natural gas and entrained liquid hydrocarbons).

o The Federal or Indian lease prefix and number on which the well is located; otherwise
the non-Federal or non-Indian land category, i.e., State or private.

o Unit agreement and/or participating area name and number, if applicable.

o Communitization agreement number, if applicable.

• Any venting or flaring of gas shall be done in accordance with Notice to Lessees (NTL) 4A and
needs prior approval from the BLMVernal Field Office.

• All undesirable events (fires, accidents, blowouts, spills, discharges) as specified in NTL 3A will
be reported to the BLM, Vernal Field Office. Major events, as defined in NTL3A, shall be
reported verbally within 24 hours, followed by a written report within 15 days. "Other than Major
Events" will be reported in writing within 15 days. "Minor Events" will be reported on the
Monthly Report of Operations and Production.

• Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (BLM Form 3160-4) shall be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in accordance
with 43 CFR 3162.4-1. Two copies of all logs run, core descriptions, and all other surveys
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data obtained and compiled during the drilling, workover, and/or completion operations, shall be
filed on BLM Form 3160-4. Submit with the well completion report a geologic report including,
at a minimum,formation tops, and a summary and conclusions. Also include deviation surveys,
sample descriptions, strip logs, core data, drill stem test data, and results of production tests if
performed. Samples (cuttings, fluid, and/or gas) shall be submitted only when requested by the
BLM,Vernal Field Office.

• AIIoff-lease storage, off-lease measurement, or commingling on-lease or off-lease, shall have
prior written approval from the BLMVernal Field Office.

• Oil and gas meters shall be calibrated in place prior to any deliveries. The BLMVernal Field
Office Petroleum Engineers will be provided with a date and timefor the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports shall be
submitted to the BLMVernal Field Office. All measurement facilities willconform to the API
standards for liquid hydrocarbons and the AGA standards for natural gas measurement. All
measurement points shall be identified as the point of sale or allocation for royalty purposes.

• A schematic facilities diagram as required by Onshore Oil & Gas Order No. 3 shall be submitted
to the BLMVernal Field Office within 30 days of installation or first production, whichever occurs
first. All site security regulations as specified in Onshore Oil & Gas Order No. 3 shall be
adhered to. All product lines entering and leaving hydrocarbon storage tanks will be effectively
sealed in accordance with Onshore Oil & Gas Order No. 3.

• Any additional construction, reconstruction, or alterations of facilities, including roads, gathering
lines, batteries, etc., which will result in the disturbance of new ground, shall require the filing of
a suitable plan and need prior approval of the BLMVernal Field Office. Emergency approval
may be obtained orally, but such approval does not waive the written report requirement.

• No location shall be constructed or moved, no well shall be plugged, and no drilling or workover
equipment shall be removed from a well to be placed in a suspended status without prior
approval of the BLM Vernal Field Office. If operations are to be suspended for more than 30
days, prior approval of the BLMVernal Field Office shall be obtained and notification given
before resumption of operations.

• Pursuant to Onshore Oil & Gas Order No. 7, this is authorization for pit disposal of water
produced from thiswell for a period of 90 days from the date of initial production. A permanent
disposal method must be approved by this officeand in operation prior to the end of this 90-day
period. In order to meet this deadline, an application for the proposed permanent disposal
method shall be submitted along with any necessary water analyses, as soon as possible, but
no later than 45 days after the date of first production. Any method of disposal which has not
been approved prior to the end of the authorized 90-day period will be considered as an Incident
of Noncompliance and will be grounds for issuing a shut-in order until an acceptable manner for
disposing of said water is provided and approved by this office.

• Unless the plugging is to take place immediately upon receipt of oral approval, the Field Office
Petroleum Engineers must be notified at least 24 hours in advance of the plugging of the well, in
order that a representative may witness plugging operations. If a well is suspended or
abandoned, all pits must be fenced immediately until they are backfilled. The "Subsequent
Report of Abandonment" (Form BLM3160-5) must be submitted within 30 days after the actual
plugging of the well bore, showing location of plugs, amount of cement in each, and amount of
casing left in hole, and the current status of the surface
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DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: NEWFIELD PRODUCTION COMPANY

Well Name: LONE TREE FED 9A-22-9-17 (RIG SKID)

Api No: 43-013-33869 Lease Type: FEDERAL

Section 22 Township 09S Range 17E County DUCHESNE

Drilling Contractor NDSI RIG # NS#1

SPUDDED:
Date 01/10/08

Time 11:00 AM

How DRY

Drilling wi/I Commence:

Reported by DELL RAY

Telephone # (435) 828-6110

Date 01/14/08 Signed
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FO 316 5 UNITED STATES FORM APPROVED

(s utier 200 - DEPARTMENT OF THE INTERIOR Eprs u
431 0504

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS usA UTu-1390s
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7 ff Urnt or CEA/Agreement, Name and/or

i Type of Well
Oil WeÍl Gas Well Other 8. Well Name and No.

2. Name of Operator LONE TREE 9A-22-9-17
NEWFIELD PRODUCTIONCOMPANY 9. API Wall No.

3a Address Route 3 Box 3630 3b. Phone (include are code) 4301333869
Myton UT 84052 435 646 378 10. Field and Pool; or Exploratory Area

4 Locattop ofaWell (Footage, Sec., T., R., M, or Survey Description) MONUMENT BUTTE
11. County or Parish, State

NFSE Section 22 TYSRl7E DUCHESNE,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPIL OIJSUI)MISSION TYPE OF ACTION

Acidize Q Deepen Q Production(Stan/Resume) O Water Shut-Off
Ñoticeof Intent <

Alter Casing Q Fracture Treat Q Reclamation Q Well Integrity

Subsequent Report Casing Repair Q New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q Temporarily Abandon Spud Notice

Final Abandonment Convert to O Plug Back Q Water Disposal

13 iscribeProposed or Completed Operation (clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof. Ifthe

proposal is to deepen directionallyor recomplete horizontally, give subsurface locätions and measuredand true vertical depths of all pertinent markers and zones. Attach the

Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion

of,the invp1ved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.

Final Aliandonment Notices shall be filed only aner all requirements, including reclamation, have been completed, and the operator has detennined that the site is ready for final
inspection.)

On 1/10/08 M,lRUNDSI NS # 1. Spud well @ 11:00 AM. Drill320' of 12 1/4" hole with air mist. TIH W/ 7 Jt's 8 5/8" J-55 24 # csgn.
Set @96 KB. On 1/21/08 cement with 160 sks of class "G" w/ 3% CaCL2 + 1/4# sk Cello- Flake Mixed @ 15.8 ppg > 1.17 cf/
k yélld Returned 5 bbis cement to pit. WOC.

I hereby cártify that the foregoing is true and Title
correct/Printed/ Typed)

hÑtir(CT4GI y / Drilling Foreman

S nature D e2/03/2008

Aoproved by . . . . . . . Title Date
( ond:Í:onsapprovpl if any, are attached. Approval of this notice does not warrant or
cenÍfvthat thËapplicãntholds legal or equitable title to those rights in the subject lease Office
n!:tih would tiititle the apphcant to conduct operations thereon

Title 18 USC Section 1001 and Tule 43 USC Section 1212 make it a crime for any person knowmgly and willfully to make to any department or agency of the United

States anv false. fictinous and haudulent statements or representations as to any matter within its lunsdiction wy

(Instructions on reverse)

FEB 7 2008
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431 0504

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS usA UTu-1390s
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7 ff Urnt or CEA/Agreement, Name and/or

i Type of Well
Oil WeÍl Gas Well Other 8. Well Name and No.

2. Name of Operator LONE TREE 9A-22-9-17

NEWFIELD PRODUCTIONCOMPANY 9. API Wall No.
3a Address Route 3 Box 3630 3b. Phone (include are code) 4301333869

Myton UT 84052 435 646 378 10. Field and Pool; or Exploratory Area

4 Locattop ofaWell (Footage, Sec., T., R., M, or Survey Description) MONUMENT BUTTE
11. County or Parish, State

NFSE Section 22 TYSRl7E DUCHESNE,UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPIL OIJSUI)MISSION TYPE OF ACTION

Acidize Q Deepen Q Production(Stan/Resume) O Water Shut-Off
Ñoticeof Intent <

Alter Casing Q Fracture Treat Q Reclamation Q Well Integrity

Subsequent Report Casing Repair Q New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q Temporarily Abandon Spud Notice

Final Abandonment Convert to O Plug Back Q Water Disposal

13 iscribeProposed or Completed Operation (clearly state all pertinent details, includingestimated starting date of any proposed work and approximate duration thereof. Ifthe

proposal is to deepen directionallyor recomplete horizontally, give subsurface locätions and measuredand true vertical depths of all pertinent markers and zones. Attach the

Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion

of,the invp1ved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.

Final Aliandonment Notices shall be filed only aner all requirements, including reclamation, have been completed, and the operator has detennined that the site is ready for final
inspection.)

On 1/10/08 M,lRUNDSI NS # 1. Spud well @ 11:00 AM. Drill320' of 12 1/4" hole with air mist. TIH W/ 7 Jt's 8 5/8" J-55 24 # csgn.
Set @96 KB. On 1/21/08 cement with 160 sks of class "G" w/ 3% CaCL2 + 1/4# sk Cello- Flake Mixed @ 15.8 ppg > 1.17 cf/
k yélld Returned 5 bbis cement to pit. WOC.

I hereby cártify that the foregoing is true and Title
correct/Printed/ Typed)

hÑtir(CT4GI y / Drilling Foreman

S nature D e2/03/2008

Aoproved by . . . . . . . Title Date
( ond:Í:onsapprovpl if any, are attached. Approval of this notice does not warrant or
cenÍfvthat thËapplicãntholds legal or equitable title to those rights in the subject lease Office
n!:tih would tiititle the apphcant to conduct operations thereon

Title 18 USC Section 1001 and Tule 43 USC Section 1212 make it a crime for any person knowmgly and willfully to make to any department or agency of the United

States anv false. fictinous and haudulent statements or representations as to any matter within its lunsdiction wy

(Instructions on reverse)

FEB 7 2008

DN.0F0]L,0AS&



.NEWFIELD PRODUCTION COMPANY - CASING & CEMENT REPORT

8 5/8 CASING SET AT 326.61

CÀSlÑG 8 Ál8" set @ 315.71 OPERATOR Newfield Production Company
DATUM 12' KB WELL Federal 9A-22-9-17

DATUM TO CUT OFF CASING FIELDIPROSPECT Monument Butte

DATUIVITO BRADENHEAD FLANGE CONTRACTOR & RIG # NDSI NS #1
TD DRILLER 320' LOGGER

HOLE SIZE 12 1/4

LOG OF CASING STRING:

PIECES OD ITEM - MAKE - DESCRIPTION WT / FT GRD THREAD CONDT LENGTH

Shoe Joint 39.40'

WHI - 92 csg head 8rd A 0.95

7 8 5/8" Maverick ST&C csg 24# J-55 8rd A 315.71
GUIDE shoe 8rd A 0.9

ASlN INVENTORY BAL. FEET JTS TOTAL LENGTH OF STRING 316.61

OTAL LENGTHOF STRING 316.61 7 LESS CUT OFF PIECE 2

I;ESS+10N CSG. ITEMS 1.85 PLUS DATUM TO T/CUT OFF CSG 12

PLUS FULLJTS. LEFT OUT 0 CASINGSET DEPTH 326.61
TOTAL 314.76 7

TOTALCSG. DEL. (W/O THRDS) 314.76 7 COMPARE
TIMING 1ST STAGE

BEGIN RUN CSG. 1/11/2008 8:00 AM GOOD CIRC THRU JOB YES

CSG. IN HOLF 1/11/2008 Bbls CMTCIRC TO SURFACE 5

ISEGIN CIRC 1/18/2008 RECIPROCATED PIPE FOR N/A
BEGIN PUMPCMT 1/18/2008
BEGIN DSPI CMT 1/18/2008 BUMPED PLUG TO 320 PSI

PLUG,DOWN 1/18/2008

CEMENT U ED CEMENT COMPANY- 8. A.
TA #SX CEMENT TYPE & ADDITIVES

y 1 160 Class "G" w/ 2% CaCL2 + 1/4#lsk Cello-Flake mixed @ 15.8 ppg 1.17 cf/sk yield

CENTRALIZER &SCRATCHER PLACEMENT SHOW MAKE & SPACING

Centralizers - Middle first, top second & thirdfor 3

COMPANY REPRESENTATIVE Justin Crum DATE
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FORM 3160-5 UNITED STATES FORM APPROVED
eptember 2001) DEPARTMENT OF THE INTERIOR OMB No. 1004-0135

Expires January 31,2004
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-13905Do not use this form for proposals to drill or to re-enter an
.

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

NUUnll i IN I I(II'LICA I L - Utlier Instructions on reverse sille 7. IfUnitorCA/Agreement,Nameand/or

LONE TREE UNIT
1 Type of Well

Oil Well O Gas Well Other 8. Well Name and No.
2 Name of Operator LONE TREE 9A-22-9-17

NEWFIELD PRODUCTION COMPANY 9. API Nell &
3a Address Route 3 Box 3630 3b. Phone (include are code) 4301333869

Myton, UT 84052 435 646 372] 10 Field and Pool or Fvploratorv Area
4 Location of Well (Footage, Sec., T, R., M., or Survey Description) MONUMENT BUTTE

11. County or Parish, State

NESE Section 22 T9S R17E
DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

. O Acidize O Deepen Q Production(Start/Resume) O Water Shut-Off
Notice of Intent O Alter Casing O Fracture Treat Q Reclamation Q Well Integrity
Subsequent Report Q Casing Repair Q New Construction Q Recomplete Other

O Change Plans O Plug & Abandon Q Temporarily Abandon Weekly Status Report
Final Abandonment Q Convert to O Plug Back O Water Disposal

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof If the
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vedical depths ofall pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days followingcompletion
of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

The above mentioned well went on production 3/4/08. See attached daily activity report.

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

Tammi Lee Production Clerk
Signa D e3/10/2008

Acoroved bv . . . . Title pate
Conditions of approval, if any, are attached. Approval of this notice does not warrant or
cenify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowinglyand willfully to make to any department or agency of the United
States any false. fictitious and fraudulent statements or representations as to any matter within its jurisdiction

(Instructions on reverse)

MAR12 2008

DNOF01, GAS&
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Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)
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States any false. fictitious and fraudulent statements or representations as to any matter within its jurisdiction

(Instructions on reverse)

MAR12 2008

DNOF01, GAS&



Suramary Rig Activity Page 1 of

Daily Activity Report

Format For Sundry
LONE TREE 9A-22-9-17
12/1/2007To4/29/2008

2/20/2008 Day: 1 Completion

Rigless on 2/19/2008 - Install 5M frac head. NU 6" 5M Cameron BOP. RU H/O truck & pressure
test casing, blind rams, frac head & casing valves to 4500 psi. RU Perforators LLC WLT w/ mast &
run CBL under pressure. WLTD @ 5463' & cement top @ 1012'. Perforate stage #1. CP2 sds @
5122- 30' w/ 3 1/8" slick guns (19 gram, .49" HE, 120°, 21.92" pen, EXP-3319-331 Titan) w/ 4
spf for total of 32 shots. 131 BWTR. SIFN.

2/28/2008 Day: 2 Completion

Rigless on 2/27/2008 - RU BJ Services "Ram Head" frac flange. RU BJ & frac CP2 sd, stage #1
down casing w/ 15,122#'s of 20/40 sand in 272 bbis of Lightning 17 frac fluid. Open well w/ 0 psi
on casing. Perfs broke down @ 2896 psi. Pump 30 gals of Techna Hib chemical. Treated @ ave
pressure of 1901 @ ave rate of 23.2 bpm w/ 6.5 ppg of sand. Spot 12 bbis of 15% HCL acid in flush
for next stage. ISIP was 1757. 403 bbis EWTR. Leave pressure on well. RU Lone Wolf WLT, crane &
lubricator. RIH w/ Weatherford 5-1/2" (6K) composite flow through frac plug & 7' perf gun. Set
plug @ 4750'. Perforate A1 sds @ 4633-40' w/ 3-1/8" Slick Guns (23 gram, .43"HE, 90°) w/ 4 spf
for total of 28 shots. RU BJ & frac stage #2 w/ 14,749#'s of 20/40 sand in 263 bbis of Lightning
17 frac fluid. Open well w/ 1180 psi on casing. Perfs broke down @ 1310 psi. Pump 30 gals of
Techna Hib chemical. Treated @ ave pressure of 1553 @ ave rate of 23.3 bpm w/ 6.5 ppg of sand.
Spot 12 bbis of 15% HCL acid in flush for next stage. ISIP was 1356. 666 bbis EWTR. Leave
pressure on well. RU WLT. RIH w/ frac plug & 6' perf gun. Set plug @ 4585'. Perforate A.5 sds @
4552-58' w/ 4 spf for total of 24 shots. RU BJ & frac stage #3 w/ 20,331#'s of 20/40 sand in 296
bbis of Lightning 17 frac fluid. Open well w/ 997 psi on casing. Perfs broke down @ 2249 psi.
Pump 30 gals of Techna Hib chemical. Treated @ ave pressure of 1754 @ ave rate of 23.3 bpm w/
6.5 ppg of sand. Spot 12 bbis of 15% HCL acid in flush for next stage. ISIP was 1628. 962 bbis
EWTR. Leave pressure on we11. RU WLT. RIH w/ frac plug & 10' perf gun. Set plug @ 4330'.
Perforate D1 sds @ 4216-26' w/ 4 spf for total of 40 shots. RU BJ & frac stage #4 w/ 30,445#'s of
20/40 sand in 378 bbis of Lightning 17 frac fluid. Open well w/ 1073 psi on casing. Perfs broke
down @ 1704 psi. Pump 30 gals of Techna Hib chemical. Treated @ ave pressure of 1492 @ ave
rate of 23.2 bpm w/ 6.5 ppg of sand. ISIP was 1540. 1340 bbis EWTR. RD BJ & WLT. Flow well
back. Well flowed for 3 hours & died w/ 200 bbis rec'd. SIFN.

2/29/2008 Day: 3 Completion

Western #2 on 2/28/2008 - Thaw well out. MIRUSU. Open well w/ 225 psi on casing. RD Cameron
BOP's & 5K frac head. Instal 3k production tbg head & Schaefer BOP's. Unioad tbg onto racks. RU
4-3/4" Chomp bit & bit sub. Tally & pickup new 2-7/8", J-55, 6.5# tbg & TIH w/ 137jts to tag fill @
4285'. SIFN.

3/1/2008 Day: 4 Completion

Western #2 on 2/29/2008 - Open well w/ 25 psi on casing. RU swivel pump & tanks. C/O to plug
@ 4330'. Drig out plug #1. TIH w/ tbg to tag plug @ 4585'. Drig out plug #2. TIH w/ tg to tag plug
@ 4750'. Drlg out plug #3. TIH w/ tbg to tag fill @ 5404'. C/O to PBTD @ 5491'. LD 2 jts tbg &
leave EOT @ 5442'. SIFN.

3/4/2008 Day: 5 Completion

Western #2 on 3/3/2008 - Open well w/ 25 psi on casing. RU swab. Made 15 runs to rec'd 133
bbis fluid. Last run showed trace of oil w/ no sand. IFL was 100'. FFL was 2400'. RD swab
equipment. TIH w/ tbg to PBTD ® 5491'. (3' new sand). Circulate well clean. TOOH w/ tbg. LD bit
& bit sub. TIH w/ NC, 2 jts tbg, SN, 2 jts tbg, TA (new CDI w/ 45,000# shear), 162 jts tbg. RD

http://www.inewfield.com/denver/SumActRpt.asp?RC=600218434&API=430133386900S01&MinDate=l/...
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http://www.inewfield.com/denver/SumActRpt.asp?RC=600218434&API=430133386900S01&MinDate=l/...



Summary Rig Activity Page 2 of
BOP's. Set TA @ 5101' w/ 16,000# tension, SN @ 5162' & EOT @ 5230'. Pick up prime pump. TIH
w/ 2-1/2" x 1-1/2" x 10' x 14' RHAC new pump, 6- 1-1/2" weight rods, 20- 3/4" guided rods, 80-
3/4" plain rods, 44- 3/4" guided rods. 1-1/2" x 26' polished rod. SIFN.

3/5/2008 Day: 6 Completion

Western #2 on 3/4/2008 - Open well w/ 25 psi on casing. Continue TIH w/ 66- 3/4" guided rds,
2- x 3/4" pony rod, 1-1/2" x 26" polished rod. Space pump. Test tbg & pump to 800 psi. POP @
9AM w/ 86"SL, @ 4 SPM. RDMOSU. Final Report.

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600218434&API=430133386900S01&MinDate=l/...

Summary Rig Activity Page 2 of
BOP's. Set TA @ 5101' w/ 16,000# tension, SN @ 5162' & EOT @ 5230'. Pick up prime pump. TIH
w/ 2-1/2" x 1-1/2" x 10' x 14' RHAC new pump, 6- 1-1/2" weight rods, 20- 3/4" guided rods, 80-
3/4" plain rods, 44- 3/4" guided rods. 1-1/2" x 26' polished rod. SIFN.

3/5/2008 Day: 6 Completion

Western #2 on 3/4/2008 - Open well w/ 25 psi on casing. Continue TIH w/ 66- 3/4" guided rds,
2- x 3/4" pony rod, 1-1/2" x 26" polished rod. Space pump. Test tbg & pump to 800 psi. POP @
9AM w/ 86"SL, @ 4 SPM. RDMOSU. Final Report.

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=600218434&API=430133386900S01&MinDate=l/...



FORM 31 SUBMIT IN DUPLICATE* FORM APPROVED
(July 199 (See other in- OMB NO. 1004-0137

UNITED STATES **'"°*'°"'°06 Expires: February28,1995
reverse side)

DEPARTMENT OF THE INTERIOR 5.LEASEDESIGNATIONANDSERIALNO.

BUREAU OF LAND MANAGEMENT UTU-13905

WELL COMPLETION OR RECOMPLETION REPORT AND LOG* 6.IFINDIAN,ALLOTTEENORTRIBENAME

la. TYPE OF WORK 7. UNIT AGREEMENT NAME
w°

LL W L
DRY Other Lone Tree Unit

1b. TYPE OF WELL

8. FARM OR LEASE NAME, WELLN
NEW WORK PLUG DIFF

WELL OVER DEEPEN BACK RESVR. Other Lone Tree Federal 9A-22-9-17
2. NAME OF OPERATOR 9. WELL NO.

Newfield Exploration Company 43-013-33869
3. ADDRESS AND TELEPHONE NO. 10. FIELD AND POOL OR WILDCAT

1401 17th St. Suite 1000 Denver, CO 80202 Monument Butte
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) 11. SEC., T., R., M., OR BLOCK AND SURVEY
At surface 1990' FSL & 663' FEL (NE/SE) Sec. 22, T9S, R17E OR AREA

At top prod. Interval reported below Sec. 22, T9S, R17E

At total depth 14. API NO. DATE ISSUED 12. COUNTY OR PARISH 13. STATE
43-013-33869 01/09/08 Duchesne UT

15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* 19. ELEV. CASINGHEAD
01/10/08 02/02/08 03/04/08 5251' GL 5263' KB

20. TOTAL DEPTH, MD & TVD 21. PLUG BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS
HOW MANY* DRILLED BY

5555' 5491' --> | X
24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

Green River 4216'-5130' SURVEY MADE

No
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED
Dual Induction Guard, SP, Compensated Density, Compensated Neutron, GR, Caliper, Cement Bond Log No
23. CASING RECORD (Report all strings set in well)

CASING SIZE/GRADE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED
8-6/8" - J-bb 24# 32 /' 12-1/4" To surface with 160 sx Class "G" cmt6-1/2"- J-bb 16.b# bb4b' /-//8" 300 sx Prernlite li and 400 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-AB" i-o I g |A(a)
b232' bi of'

31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SQUEEZE, ETC.
INTERVAL SIZE SPFINUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

(CP2) 5122'-5130' .49" 8/32 5122'-5130' Frac w/ 15,122#20/40 sand in 272 bbis fluid
(A1) 4633'-4640'

.43" 4/28 4633'-4640' Frac w/ 14,749#20/40 sand in 263 bbis fluid
(A.5) 4552'-4558' .43" 4/24 4552'-4558' Frac w/ 20,331#20/40 sand in 296 bbis fluid
(D1) 4216'-4226' .43" 4/40 4216'-4226' Frac w/ 30,445#20/40 sand in 378 bbis fluid

33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping-size and type of pump) WELL STATUS (Producing or shut-in)

03/07/08 2-1/2" x 1-1/2" x 10' x 14' RHAC SM Plunger Pump PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE PRODN. FOR OIL--BBLS. GAS-MCF. WATER-BBL GAS-OIL RATIO

TEST PERIOD

10 day ave -> 37 61 51 1649
FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL GAS-MCF. WATER-BBL OIL GRAVITY-API(CORR.)

24-HOUR RATE

-> I i RECEIVEd
34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) TEST WITNESSED BY

35. LISTOFATTACHMENTs

Sold & Used for Fuel

36. I hereby certify that t d a hed ation is complete and correct as determined fŠl aß¾.MSs&MINING
SIGNED TITLE Production Technician DATE 4/7/2008

Jentr JP
*(See Instructions and Spaces for Additional Data on Reverse Side)

Title 18 U.S.C. Section 10 makes it a crime for any perso knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements or representations as to any matter within its

FORM 31 SUBMIT IN DUPLICATE* FORM APPROVED
(July 199 (See other in- OMB NO. 1004-0137

UNITED STATES **'"°*'°"'°06 Expires: February28,1995
reverse side)

DEPARTMENT OF THE INTERIOR 5.LEASEDESIGNATIONANDSERIALNO.

BUREAU OF LAND MANAGEMENT UTU-13905

WELL COMPLETION OR RECOMPLETION REPORT AND LOG* 6.IFINDIAN,ALLOTTEENORTRIBENAME

la. TYPE OF WORK 7. UNIT AGREEMENT NAME
w°

LL W L
DRY Other Lone Tree Unit

1b. TYPE OF WELL

8. FARM OR LEASE NAME, WELLN
NEW WORK PLUG DIFF

WELL OVER DEEPEN BACK RESVR. Other Lone Tree Federal 9A-22-9-17
2. NAME OF OPERATOR 9. WELL NO.

Newfield Exploration Company 43-013-33869
3. ADDRESS AND TELEPHONE NO. 10. FIELD AND POOL OR WILDCAT

1401 17th St. Suite 1000 Denver, CO 80202 Monument Butte
4. LOCATION OF WELL (Report locations clearly and in accordance with any State requirements.*) 11. SEC., T., R., M., OR BLOCK AND SURVEY
At surface 1990' FSL & 663' FEL (NE/SE) Sec. 22, T9S, R17E OR AREA

At top prod. Interval reported below Sec. 22, T9S, R17E

At total depth 14. API NO. DATE ISSUED 12. COUNTY OR PARISH 13. STATE
43-013-33869 01/09/08 Duchesne UT

15. DATE SPUDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ready to prod.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)* 19. ELEV. CASINGHEAD
01/10/08 02/02/08 03/04/08 5251' GL 5263' KB

20. TOTAL DEPTH, MD & TVD 21. PLUG BACK T.D., MD & TVD 22. IF MULTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS
HOW MANY* DRILLED BY

5555' 5491' --> | X
24. PRODUCING INTERVAL(S), OF THIS COMPLETION-TOP, BOTTOM, NAME (MD AND TVD)* 25. WAS DIRECTIONAL

Green River 4216'-5130' SURVEY MADE

No
26. TYPE ELECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED
Dual Induction Guard, SP, Compensated Density, Compensated Neutron, GR, Caliper, Cement Bond Log No
23. CASING RECORD (Report all strings set in well)

CASING SIZE/GRADE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE TOP OF CEMENT, CEMENTING RECORD AMOUNT PULLED
8-6/8" - J-bb 24# 32 /' 12-1/4" To surface with 160 sx Class "G" cmt6-1/2"- J-bb 16.b# bb4b' /-//8" 300 sx Prernlite li and 400 sx 50/50 Poz

29. LINER RECORD 30. TUBING RECORD
SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

2-AB" i-o I g |A(a)
b232' bi of'

31. PERFORATION RECORD (Interval, size and number) 32. ACID, SHOT FRACTURE, CEMENT SQUEEZE, ETC.
INTERVAL SIZE SPFINUMBER DEPTH INTERVAL (MD) AMOUNT AND KIND OF MATERIAL USED

(CP2) 5122'-5130' .49" 8/32 5122'-5130' Frac w/ 15,122#20/40 sand in 272 bbis fluid
(A1) 4633'-4640'

.43" 4/28 4633'-4640' Frac w/ 14,749#20/40 sand in 263 bbis fluid
(A.5) 4552'-4558' .43" 4/24 4552'-4558' Frac w/ 20,331#20/40 sand in 296 bbis fluid
(D1) 4216'-4226' .43" 4/40 4216'-4226' Frac w/ 30,445#20/40 sand in 378 bbis fluid

33.* PRODUCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Flowing, gas lift, pumping-size and type of pump) WELL STATUS (Producing or shut-in)

03/07/08 2-1/2" x 1-1/2" x 10' x 14' RHAC SM Plunger Pump PRODUCING
DATE OF TEST HOURS TESTED CHOKE SIZE PRODN. FOR OIL--BBLS. GAS-MCF. WATER-BBL GAS-OIL RATIO

TEST PERIOD

10 day ave -> 37 61 51 1649
FLOW. TUBING PRESS. CASING PRESSURE CALCULATED OIL-BBL GAS-MCF. WATER-BBL OIL GRAVITY-API(CORR.)

24-HOUR RATE

-> I i RECEIVEd
34. DISPOSITION OF GAS (Sold, used for fuel, vented, etc.) TEST WITNESSED BY

35. LISTOFATTACHMENTs

Sold & Used for Fuel

36. I hereby certify that t d a hed ation is complete and correct as determined fŠl aß¾.MSs&MINING
SIGNED TITLE Production Technician DATE 4/7/2008

Jentr JP
*(See Instructions and Spaces for Additional Data on Reverse Side)

Title 18 U.S.C. Section 10 makes it a crime for any perso knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements or representations as to any matter within its



37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals, and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoveries);

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TO *

NAME TRUE

MEAS. DEPTH VERT. DEPTH

Well Name Garden Gulch Mkr 3250'
Lone Tree Federal Garden Gulch 1 3434'

Garden Gulch 2 3546'
Point 3 Mkr 3810'
X Mkr 4035'
Y-Mkr 4070'
Douglas Creek Mkr 4192'
BiCarbonate Mkr 4420'
B Limestone Mkr 4521'
Castle Peak 5026'
Basal Carbonate 5421'
Total Depth (LOGGERS

37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals, and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoveries);

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TO *

NAME TRUE

MEAS. DEPTH VERT. DEPTH

Well Name Garden Gulch Mkr 3250'
Lone Tree Federal Garden Gulch 1 3434'

Garden Gulch 2 3546'
Point 3 Mkr 3810'
X Mkr 4035'
Y-Mkr 4070'
Douglas Creek Mkr 4192'
BiCarbonate Mkr 4420'
B Limestone Mkr 4521'
Castle Peak 5026'
Basal Carbonate 5421'
Total Depth (LOGGERS



NEWFIELD

Well Name: Lone Tree 9A-22-9-17 Spud Date: 1-10-08
LOCATION: S22, T98, Ri7E TD: 5550'
COUNTY/STATE: Duchesne CSG: 2-2-08
API: 43-013-33869 POP: 3-4-08

Oil Water Recovered Gas Casing
DATE HRS (bbis) (bbis) Water (bbis) (mcf) Pressure (psi) SPM Comments

3/4/2008 1140 POP @ 9:00A.M. w/ 86" SL @ 4 SPM. 1140 Total water to recover.
3/5/2008 24 108 1032 0 0 5 108 is total production.
3/6/2008 24 0 85 947 0 0 5
3/7/2008 24 30 42 905 0 30 5
3/8/2008 24 33 25 880 33 50 5
3/9/2008 24 75 50 830 22 80 5 1/2

3/10/2008 24 25 67 763 113 90 5 1/2
3/11/2008 24 23 27 736 88 80 5 1/2
3/12/2008 24 63 73 663 88 80 5 1/2
3/13/2008 24 30 20 643 29 75 5
3/14/2008 24 25 20 623 88 80 5 1/2
3/15/2008 24 55 22 601 31 80 5
3/16/2008 24 0 0 601 29 80 5 1/2
3/17/2008 24 12 10 591 88 75 5
3/18/2008 24 25 0 591 88 70 5
3/19/2008 24 20 0 591 114 70 5
3/20/2008 24 20 0 591 60 75 5
3/21/2008 24 22 5 586 131 70 5 1/2
3/22/2008 24 23 0 586 111 65 5 1/2
3/23/2008 24 18 17 569 126 65 5 1/2
3/24/2008 24 0 35 534 113 70 5 1/2
3/25/2008 534
3/26/2008 534
3/27/2008 534
3/28/2008 534
3/29/2008 534
3/30/2008 534
3/31/2008 534
4/1/2008 534
4/2/2008 534
4/3/2008 534
4/4/2008 534

499 606 1352

NEWFIELD

Well Name: Lone Tree 9A-22-9-17 Spud Date: 1-10-08
LOCATION: S22, T98, Ri7E TD: 5550'
COUNTY/STATE: Duchesne CSG: 2-2-08
API: 43-013-33869 POP: 3-4-08

Oil Water Recovered Gas Casing
DATE HRS (bbis) (bbis) Water (bbis) (mcf) Pressure (psi) SPM Comments

3/4/2008 1140 POP @ 9:00A.M. w/ 86" SL @ 4 SPM. 1140 Total water to recover.
3/5/2008 24 108 1032 0 0 5 108 is total production.
3/6/2008 24 0 85 947 0 0 5
3/7/2008 24 30 42 905 0 30 5
3/8/2008 24 33 25 880 33 50 5
3/9/2008 24 75 50 830 22 80 5 1/2

3/10/2008 24 25 67 763 113 90 5 1/2
3/11/2008 24 23 27 736 88 80 5 1/2
3/12/2008 24 63 73 663 88 80 5 1/2
3/13/2008 24 30 20 643 29 75 5
3/14/2008 24 25 20 623 88 80 5 1/2
3/15/2008 24 55 22 601 31 80 5
3/16/2008 24 0 0 601 29 80 5 1/2
3/17/2008 24 12 10 591 88 75 5
3/18/2008 24 25 0 591 88 70 5
3/19/2008 24 20 0 591 114 70 5
3/20/2008 24 20 0 591 60 75 5
3/21/2008 24 22 5 586 131 70 5 1/2
3/22/2008 24 23 0 586 111 65 5 1/2
3/23/2008 24 18 17 569 126 65 5 1/2
3/24/2008 24 0 35 534 113 70 5 1/2
3/25/2008 534
3/26/2008 534
3/27/2008 534
3/28/2008 534
3/29/2008 534
3/30/2008 534
3/31/2008 534
4/1/2008 534
4/2/2008 534
4/3/2008 534
4/4/2008 534

499 606 1352



FORM 3160-5 UNITED STATES FORMAPPROVEDO(September
2001) DEPARTMENT OF THE INTERIOR OMBNo. 1004-0135

Expires January 31,2004
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-13905Do not use this form for proposals to drill or to re-enter an
.

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Name and/or

1. T pe of Well
Oil Well Gas Well Other 8. Well Name and No.

2. Name of Operator LONE TREE 9A-22-9-17
NEWFIELD PRODUCTION COMPANY 9. API Wall No.

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333869
Myton, UT 84052 435646 377] 10 Field and Pool or Exploratory Area

4. Locationof Well (Footage, Sec., T., R., M., or SurveyDescription) MONUMENT BUTTE
11. County or Parish, State

NESE Section22 T9S Rl7E
DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

. O Acidize O Deepen Q Production(Start/Resume) Q Water Shut-Off
Notice of Intent O Alter casing O Fracture Treat Q Reclamation Q Well Integrity
Subsequent Repon Q Casing Repair Q New Construction Q Recomplete Other

O Change Plans O Plug & Abandon O TemporarilyAbandon Cementusablewater
Final Abandonment Q Convert to O Plug Back Q Water Disposal zone

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. Ifthe
proposal is to deepen directionally or recomplete horizontally, give subsurfacelocationsand measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequentreports shall be filed within 30 days followingcompletion
ofthe involvedoperations. Ifthe operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, includingreclamation, havebeen completed, and the operator has determined that the site is ready for final
inspection.)

After the initial cement job of the 5-1/2" production casing on the federal 9A-22-9-17 the cement top fell to 1012. failing to cover
required 200' above the usable water zone at approxamatly 700'. Newfield Production Company proposes to perforate the
5-1/2" casing at 990'set a cement retainer and circulate cement up the annulas to cover the usable water zone. Newfield
proposes to circulate 34 bbis of Prem Lite 2 mixed at 11.0 ppg &3.43 yield. Cement should return to surface.

COPYSENTTOOPERAT R

Date: rd

Initials:

Accepted by the
Utah Division of

OFOll,GAS MINING

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)SigfšradœMecÌ1

D
ei erat2 )ns8Superintendent

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by . . . . . . . . . . Title Thie
Conditionsof approval,if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct oÿerations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowinglyand willfully to make to any departmentor agency ofthe United
States anv false. fictitious and fraudulent statements or representations as to any matter within its jurisdictiçn

(Instructions on

FORM 3160-5 UNITED STATES FORMAPPROVEDO(September
2001) DEPARTMENT OF THE INTERIOR OMBNo. 1004-0135

Expires January 31,2004
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-13905Do not use this form for proposals to drill or to re-enter an
.

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

7. If Unit or CA/Agreement, Name and/or

1. T pe of Well
Oil Well Gas Well Other 8. Well Name and No.

2. Name of Operator LONE TREE 9A-22-9-17
NEWFIELD PRODUCTION COMPANY 9. API Wall No.

3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333869
Myton, UT 84052 435646 377] 10 Field and Pool or Exploratory Area

4. Locationof Well (Footage, Sec., T., R., M., or SurveyDescription) MONUMENT BUTTE
11. County or Parish, State

NESE Section22 T9S Rl7E
DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

. O Acidize O Deepen Q Production(Start/Resume) Q Water Shut-Off
Notice of Intent O Alter casing O Fracture Treat Q Reclamation Q Well Integrity
Subsequent Repon Q Casing Repair Q New Construction Q Recomplete Other

O Change Plans O Plug & Abandon O TemporarilyAbandon Cementusablewater
Final Abandonment Q Convert to O Plug Back Q Water Disposal zone

13. Describe Proposed or Completed Operation (clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. Ifthe
proposal is to deepen directionally or recomplete horizontally, give subsurfacelocationsand measured and true vertical depths of all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequentreports shall be filed within 30 days followingcompletion
ofthe involvedoperations. Ifthe operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, includingreclamation, havebeen completed, and the operator has determined that the site is ready for final
inspection.)

After the initial cement job of the 5-1/2" production casing on the federal 9A-22-9-17 the cement top fell to 1012. failing to cover
required 200' above the usable water zone at approxamatly 700'. Newfield Production Company proposes to perforate the
5-1/2" casing at 990'set a cement retainer and circulate cement up the annulas to cover the usable water zone. Newfield
proposes to circulate 34 bbis of Prem Lite 2 mixed at 11.0 ppg &3.43 yield. Cement should return to surface.

COPYSENTTOOPERAT R

Date: rd

Initials:

Accepted by the
Utah Division of

OFOll,GAS MINING

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)SigfšradœMecÌ1

D
ei erat2 )ns8Superintendent

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by . . . . . . . . . . Title Thie
Conditionsof approval,if any, are attached. Approval of this notice does not warrant or
certify that the applicant holds legal or equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct oÿerations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowinglyand willfully to make to any departmentor agency ofthe United
States anv false. fictitious and fraudulent statements or representations as to any matter within its jurisdictiçn

(Instructions on



LONE TREE FEDERAL #9A-22-9-17

Wellbore Diagram

Spud Date: 1/10/2008
Put on production: 3/5/08
GL: 5251' KB: 5263'

SURFACE CASING
CSG SIZE: 8-5/8"

GRADE: J-55

WEIGHT:24# / Sfc csg set @327'
LENTH: 316'
DEPTH LANDED: 327'
HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sx class G cmt, returned 5 bbis to sfc.

base of usable water @700' +/-

PRODUCTION CASING
_ _

Top of cement @ 1012'
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#
LENTH: 5547'
DEPTH LANDED: 5545' KB
HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sx premlite IIw/ add.
400 sx 50/50 poz w/ add

= = 4216-4226' D-1

= 4552-4558' A-.5

NEWFIELD PRODUCTION CO. = 4633-4640' A-1

Lone Tree Federal 9A-22-9-17

1990 FSL 663 FEL
NE/SE Section 22-T9S-R17E

Duchesne Co, Utah
API #43-013-33869

Lease #UTU-13905

5122-5130' CP-2

PBTD: 5491'
CASING SET @ 5545'

/ \ TD:

LONE TREE FEDERAL #9A-22-9-17

Wellbore Diagram

Spud Date: 1/10/2008
Put on production: 3/5/08
GL: 5251' KB: 5263'

SURFACE CASING
CSG SIZE: 8-5/8"

GRADE: J-55

WEIGHT:24# / Sfc csg set @327'
LENTH: 316'
DEPTH LANDED: 327'
HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sx class G cmt, returned 5 bbis to sfc.

base of usable water @700' +/-

PRODUCTION CASING
_ _

Top of cement @ 1012'
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#
LENTH: 5547'
DEPTH LANDED: 5545' KB
HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sx premlite IIw/ add.
400 sx 50/50 poz w/ add

= = 4216-4226' D-1

= 4552-4558' A-.5

NEWFIELD PRODUCTION CO. = 4633-4640' A-1

Lone Tree Federal 9A-22-9-17

1990 FSL 663 FEL
NE/SE Section 22-T9S-R17E

Duchesne Co, Utah
API #43-013-33869

Lease #UTU-13905

5122-5130' CP-2

PBTD: 5491'
CASING SET @ 5545'

/ \ TD:



LONE TREE FEDERAL #9A-22-9-17

Wellbore Diagram

Spud Date: 1/10/2008
Put on production: 3/5/08
GL: 5251' KB: 5263'

SURFACE CASING
CSG SIZE: 8-5/8"

GRADE: J-55

WEIGHT: 24# Sfc csg set @327'
LENTH: 316'
DEPTH LANDED: 32T
HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sx class G cmt, returned 5 bbis to sfc.

base of usable water @700' +/-

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55 Squeeze holes
WEIGHT: 15.5#
LENTH: 5547'
DEPTH LANDED: 5545' KB
HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sx premlite IIw/ add.
400 sx 50/50 poz w/ add

= 4216-4226' D-1

= 4552-4558' A-.5

NEWFIELD PRODUCTION CO. = 4633-4640' A-1

Lone Tree Federal 9A-22-9-17

1990 FSL 663 FEL
NE/SE Section 22-T9S-R17E

Duchesne Co, Utah
API #43-013-33869

Lease #UTU-13905

= 5122-5130' CP-2

PBTD: 5491'
CASING SET @5545'
TD:

LONE TREE FEDERAL #9A-22-9-17

Wellbore Diagram

Spud Date: 1/10/2008
Put on production: 3/5/08
GL: 5251' KB: 5263'

SURFACE CASING
CSG SIZE: 8-5/8"

GRADE: J-55

WEIGHT: 24# Sfc csg set @327'
LENTH: 316'
DEPTH LANDED: 32T
HOLE SIZE: 12-1/4"

CEMENT DATA: 160 sx class G cmt, returned 5 bbis to sfc.

base of usable water @700' +/-

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55 Squeeze holes
WEIGHT: 15.5#
LENTH: 5547'
DEPTH LANDED: 5545' KB
HOLE SIZE: 7-7/8"

CEMENT DATA: 300 sx premlite IIw/ add.
400 sx 50/50 poz w/ add

= 4216-4226' D-1

= 4552-4558' A-.5

NEWFIELD PRODUCTION CO. = 4633-4640' A-1

Lone Tree Federal 9A-22-9-17

1990 FSL 663 FEL
NE/SE Section 22-T9S-R17E

Duchesne Co, Utah
API #43-013-33869

Lease #UTU-13905

= 5122-5130' CP-2

PBTD: 5491'
CASING SET @5545'
TD:



UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION 8

1595 Wynkoop Street
DENVER, CO 80202-1129

Phone 800-227-8917
http://www.epa.gov/regionOS

FEB0 2 2010
Ref: 8P-W-Gw

RECElVED
CERTIFIED MAIL FEB11 2010RETURN RECEIPT REQUESTED Accepted by the

Utah Division of DIV.0FOIL,GAS&MINING
Oil, Gas and MininMr. Eric Sundberg 9

Regulatory Analyst FORRECOADONLYNewfield Production Company
1001 Seventeenth Street - Suite 2000
Denver, CO 80202

RE: Additional Well: Lone Tree Area Permit
AOR Corrective Action: 2Wells
Well ID: UT20853-08407
Lone Tree Federal No. 9A-22-9-17
NE SE Sec. 22 T9S-Rl7E
Duchesne County, Utah
API #43-013-33869

Dear Mr. Sundberg:

The Newfield Production Company's (Newfield) request to convert a former Green River
Formation oil well, Lone Tree Federal No. 9A-22-9-17, to an enhanced recovery injection well
under the Lone Tree Area Permit is hereby authorized by the Environmental Protection Agency
(EPA) under the terms and conditions of the Authorization for Additional Well.

The addition of the proposed injection well, within the exterior boundary of the Uintah &
Ouray Indian Reservation, is being made under the authority of 40 CFR §144.33(e) and terms of
the Lone Tree Area Permit No. UT20853-00000 and subsequent modifications.

Please be aware that Newfield does not have authorization to begin injection operations
into the well until all Prior to Commencing Injection requirements have been submitted and
evaluated by the EPA, and has received written authorization from the Director to begin
injection. Please note that the Permit limits injection to the gross interval within the Green River
Formation between the depths of 3,548 feet and the top of the Wasatch Formation, estimated at
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION 8

1595 Wynkoop Street
DENVER, CO 80202-1129
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http://www.epa.gov/regionOS

FEB0 2 2010
Ref: 8P-W-Gw

RECElVED
CERTIFIED MAIL FEB11 2010RETURN RECEIPT REQUESTED Accepted by the

Utah Division of DIV.0FOIL,GAS&MINING
Oil, Gas and MininMr. Eric Sundberg 9

Regulatory Analyst FORRECOADONLYNewfield Production Company
1001 Seventeenth Street - Suite 2000
Denver, CO 80202

RE: Additional Well: Lone Tree Area Permit
AOR Corrective Action: 2Wells
Well ID: UT20853-08407
Lone Tree Federal No. 9A-22-9-17
NE SE Sec. 22 T9S-Rl7E
Duchesne County, Utah
API #43-013-33869

Dear Mr. Sundberg:

The Newfield Production Company's (Newfield) request to convert a former Green River
Formation oil well, Lone Tree Federal No. 9A-22-9-17, to an enhanced recovery injection well
under the Lone Tree Area Permit is hereby authorized by the Environmental Protection Agency
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Prior to receiving authorization to inject into the Lone Tree Federal No. 9A-22-9-17, EPA
requires that Newfield submit for review and approval the results of a Part 1 (Internal)
mechanical integrity test (MIT), a pore pressure calculation of the injection interval, and an EPA
Form No. 7520-12 (Well Rework Record) with a new schematic diagram.

The initial Maximum Allowable Injection Pressure (MAIP) for the Lone Tree Federal
No. 9A-22-9-17 was determined to be 1,220 psig. UIC Area Permit UT20853-00000 also
provides the opportunity for the permittee to request a change in the MAIP based upon results of
a step rate t stthat demonstrates that the formation breakdown pressure will not be exceeded.

If you have any qugs‡iong,please.call Emmett Schmitz at (303) 312-6174 or 1-(800)-227-
8917 (Ext. 312-6174). Plegse dubmitthe required data to Attention: Emmett Schmitz at the
letterhéad addras, citinglúAIL CODE: 8P-W-GW very prominently.

Sincerely,

Stephen S. Tuber
Assistant Regional Administrator
Office of Partnerships and Regulatory Assistance

Encl: Authorization for Conversion of An Additional Well
EPA Form No. 7520-12 (Well Rework Record)
Proposed Conversion Schematic: Lone Tree Federal No. 9A-22-9-17
P&A Schematic: Lone Tree Federal No. 9A-22-9-17
EPA Form No. 7520-13 (Plugging Record)

cc: Permit Letter:
Uintah & Ouray Business Committee:

Curtis Cesspooch, Chairman
Irene Cuch, Vice-Chairwoman
Ronald Groves, Councilman
Steven Cesspooch, Councilman
Phillip Chimburas, Councilman
Frances Poowegup, Councilwoman

Daniel Picard, Superintendent
Uintah & Ouray Indian Agency
Bureau of Indian Affairs
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All Enclosures:

Ferron Secakuku
Director, Natural Resources
Ute Indian Tribe

Larry Love
Director of Energy & Minerals Dept.
Ute Indian Tribe

Gil Hunt
Associate Director
Utah Division of Oil, Gas, and Mining

Fluid Minerals Engineering Office
BLM - Vernal Office

Michael Guinn
District Manager
Newfield Production Company
Myton, Utah
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UNiTED STATES ENVlRONMENTAL PROTECTION AGENCY
REGION 8

rmos 1595 WYNKOOP STREET
DENVER, CO 80202-1129

Phone 800-227-8917
http://www.epa.gov/regionOS

AUTHORIZATION FOR ADDITIONAL WELL

Lone Tree UIC Area Permit No: UT20853-00000

Lone Tree Final UIC Area Permit UT20853-00000, effective September 1, 1998,
authorizes injection for the purpose of enhanced oil recovery in the Monument Butte Field.
April 8, 2009, Newfield Production Company notified the Director concerning the following
additional enhanced recovery injection well:

Well Name: Lone Tree Federal No. 9A-22-9-17
EPA Well ID Number: UT20853-08407
Location: 1990' FSL & 663' FEL

NE SE Sec. 22 -T9S-R17E
Duchesne County, Utah
API #43-013-33869

Pursuant to 40 CFR §144.33,Lone Tree UIC Final Area Permit No. UT20853-00000
authorizes the Permittee to construct and operate, convert, or plug and abandon additional
enhanced recovery injection wells within the Lone Tree Area Permit. This well was determined
to satisfy additional well criteria required by the Permit.

This well is subject to all provisions of UIC Area Permit No. UT20853-00000, as
modified and as specified in the Injection Well-Specific Requirements detailed below. This
Authorization shall expire one year after the Effective Date unless the Permittee has converted
the well to injection or submits a written request to extend this Authorization prior to the
expiration date.

This Authorization is effective upon signature.

Date: RB &
Stephen S. Tuber
*Assistant Regional Administrator
Office of Partnerships and Regulatory Assistance

* The person holding this title is referred to as the Director throughout the Permit and Authorization

Authorization forAdditional Well: UICArea Permit UT20853-00000
Well: Lone Tree Federal No. 9A-22-9-17 EPA Well ID: UT20853-08407

Printed on Recycled
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INJECTION WELL-SPECIFIC REQUIREMENTS

Well Name: Lone Tree Federal No. 9A-22-9-17
EPA Well ID Number: UT20853-08407

Prior to Commencing Injection Operations, the Permittee shall submit the following
information:

1. Completed Well Rework Record (EPA Form No. 7520-12) and schematic diagram;
2. Pore pressure calculation of the proposed injection zone;
3. A successful Part I (Internal) Mechanical Integrity Test (MIT);

Once these records are received and approved by EPA, Director will provide written
authorization to inject.

PLEASE NOTE THAT ALL DEPTHS ARE CALCULATED FROM KELLY BUSHING.

Approved Injection Zone: Injection is approved between the base of the Green River
Formation-Garden Gulch Member-Alternative "B" Shale Confining Zone (3,548 feet) to the
estimated top of the Wasatch Formation at a depth of 5,546 feet.

Maximum Allowable Injection Pressure (MAIP}: The initial MAIP is 1,220 psig, based on
the following calculation:

MAIP = [FG - (0.433)(SG)] * D
FG = 0.73 psi/ft
SG = 1.016 (TDS 42,204 mg/1)
D = 4,216 feet (top perforation depth
MAIP = 1,220 psig

UIC Area Permit No. UT20853-00000 provides the opportunity for the Permittee to
request a change of the MAIP based upon the submitted results of a Step-Rate Test that
demonstrates the formation breakdown pressure will not be exceeded.

Well Construction: Casing and Cementing: Lone Tree Federal No. 9A-22-9-17 was
constructed in compliance with existing regulatory controls for casing and cementing pursuant to
40 CFR § 146.22(c). Cementing records, including the Cement Bond Log (CBL), have
satisfactorily demonstrated the presence of adequate cement across Alternative Confining Shale
"B" (3,470 feet - 3,548 feet) preventing migration of injection fluids behind the casing from the
injection zone.

Well Construction: Tubing and Packer: 2-7/8 inch or acceptable size injection tubing is
approved. The packer shall be set at a depth no more than 100 feet above the top perforation.

Authorization forAdditiorial Well: UIC Area Permit UT20853-00000
Well: Lone Tree Federal No. 9A-22-9-17 EPA Well ID: UT20853-08407
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Demonstration of Mechanical Integrity: A successful demonstration of Part I (Internal)
Mechanical Integrity using a Casing-Tubing Annulus Pressure Test is required prior to injection,
and no less than once every five years after the last successful test.

Demonstration of Financial Responsibility: The Applicant has demonstrated financial
responsibility by a Financial Statement in the amount of $59,344that has been approved by
EPA. The Director may revise the amount required, and may require the Permittee to obtain and
provide updated estimates of costs for plugging the well according to the approved Plugging and
Abandonment Plan.

Plugging and Abandonment: The well shall be plugged in a manner that isolates the injection
zone and prevents movement of fluids into or between USDWs. Tubing, packers, and any
downhole apparatus shall be removed. Class A, C, G, and H cements, with additives such as
accelerators and retarders that control or enhance cement properties, may be used for plugs;
however, volume extending additives and gel cements are not approved for plug use. Plug
placement shall be verified by tagging. Plugging gel of at least 9.6 lb/gal shall be placed
between all plugs. A minimum 50-foot surface plug (Plug No. 4) shall be set inside and outside
of the surface casing to seal pathways for fluid migration into the subsurface. Within sixty (60).
days after plugging the owner or operator shall submit Plugging Record (EPA Form 7520-13) to
the Director. The Plugging Record must be certified as accurate and complete by the person
responsible for the plugging operation. At a minimum, the following plugs are required:

PLUG NO. 1: Set a cast iron bridge plug (CIBP) no more than 50 feet above the top
perforation with a minimum 20-foot cement plug on top of the CIBP.

PLUG NO. 2: Perforate and squeeze cement up the backside of the 5-1/2 inch casing
across the Trona Zone and the Mahogany Bench from approximately
2,410 feet - 2,570 feet unless pre-existing backside cement precludes
cement-squeezing this.interval. Set a minimum 160-foot balanced cement
plug inside the 5-1/2 inch casing from approximately 2,410 feet - 2,570
feet.

PLUG NO. 3: Perforate and squeeze cement up the backside of the 5-1/2 inch casing
across the contact between the Uinta Formation and Green River
Formation (1,076 feet) from approximately 1,015 feet -- 1,135 feet unless
pre-existing backside cement precludes cement-squeezing this interval.
Set a minimum 120-foot cement plug inside the 5-1/2 inch casing from
approximately 1,015 feet -1,135 feet.

PLUG NO. 4: Set a Class "G" cement plug within the 5-1/2 inch casing to 751 feet and
up the 5-1/2 inch x 8-5/8 inch casing annulus to the surface.

Authorization forAdditional Well: UIC Area Permit UT20853-00000
Well: Lone Tree Federal No. 9A-22-9-17 EPA Well ID: UT20853-08407
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Well: Lone Tree Federal No. 9A-22-9-17 EPA Well ID: UT20853-08407
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INJECTION WELL-SPECIFIC CONSIDERATIONS

Well Name: Lone Tree Federal No. 9A-22-9-17
EPA Well ID Number: UT20853-08407

Underground Sources of Drinking Water (USDWs): USDWs in the Lone Tree Unit Area
Permit generally occur within the Uinta Formation. According to "Base of Moderately Saline
Ground Water in the Uinta Basin, Utah, State of Utah Technical Publication No. 92, " the base
of moderately saline ground water may be found at approximately 701 feet below ground surface
in Lone Tree Federal No. 9A-22-9-17.

http:NRWRT1.NR.STATE.UT.US: There are no reservoirs, streams, domestic or agricultural
water wells within a quarter (1/4) mile of the Lone Tree Federal No. 9A-22-9-17.

Composition of Source, Formation, and Injectate Water: (Total Dissolved Solids [TDS]:
- TDS of the Garden Gulch and Douglas Creek Members of the Green River Formation Water:
42,204 mg/l. (SG: 1.016).

- TDS of Beluga Facility Injection System source water: 8,822 mg/l.

Aquifer Exemption: An Aquifer Exemption is not required because the TDS of the produced
water from the proposed injection well is greater than 10,000 mg/l.

Confining Zone: The 78 feet of Green River Formation - Garden Gulch Member - Alternative
"B" Confining Shale occurs between 3,470 feet and 3,548 feet.

Injection Zone: The Injection Zone in Lone Tree Federal No. 9A-22-9-17 contains
approximately 1,998 feet of interbedded and lenticular sand, shale, marlstone and limestone from
the base of the Garden Gulch Member-Alternative "B" Shale Confining Zone (3,548 feet) to the
estimated top of the Wasatch Formation at 5,546 feet. All formation and member tops are based
on correlations to Newfield Production Federal No. 1-26-8-17 (UT20702-04671) Type Log.

Well Construction: Annulus cement adequate to prevent significant migration of injection
fluids behind casing is demonstrated by twenty-eight (28) feet (3,516 feet - 3,548 feet) of 80%
bond index cement bond within Alternative Confining Shale "B" (3,470 feet - 3,548 fee).

Surface Casing: 8-5/8 inch casing is set at 326 feet in a 12-1/4 inch hole, using 160 sacks
Class "G" cement, cemented to the surface.

Longstring Casing: 5-1/2 inch casing is set at 5,545 feet in a 7-7/8 inch hole secured with
700 sacks of cement Total driller depth 5,555 feet. Plugged back total depth is 5,491
feet. CBL top of cement is 1,012 feet.

Authorization for Additional Well: UIC Area Permit UT20853-00000
Well:Lone Tree Federal No. 9A-22-9-17 EPA Well ID: UT20853-08407
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INJECTION WELL-SPECIFIC CONSIDERATIONS
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Perforations: Top perforation: 4,216 feet. Bottom perforation: 5,130 feet.

AREA OF REVIEW (AOR) WELL REQUIREMENTS

Four (4) wells penetrating the Confining Zone, within or proximate to a 1/4 mile radius
around the Lone Tree Federal No. 9A-22-9-17, were evaluated to determine if any corrective
action is necessary to prevent fluid movement into USDWs. Corrective Action is required on
QuinoxFederal No. 3-23-9-17 and Lone Tree Federal No. 16-22-9-17.

Lone Tree Federal No. 10-22-9-17 NWSE Sec. 22-T9S-Rl7E
80% bond index cement bond (3,228 feet - 4,856 feet) crosses Alternative Confining
Shale "B" (3,466 feet - 3,548 feet).

Lone Tree Federal No. 8-22-9-17 SE SN Sec. 22-T9S-Rl7E
80% bond index cement bond (2,762 feet - CBL TD) crosses Alternative Confining
Shale "B" (3,502 feet - 3,582 feet).

CORRECTIVE ACTION REQUIRED:
QuinoxFederal No. 3-23-9-17 NW SW Sec. 23-T9S-R17E

No EPA-acceptable annulus cement bond within the Administrative Confining Zone
3,154 feet - 3,227 feet), or Alternative Confining Shale "B" (3,444 feet - 3,521 feet).

Lone Tree Federal No. 16-22-9-17 SE SE Sec. 22-T9S-R17E
No EPA-acceptable annulus cement bond within the Administrative Confining Zone
(3,014 feet - 3,204 feet), or Alternative Confining Shale "B" (3,423 feet - 3,498 feet).

Newfield submitted a Corrective Action Plan, effective July 10, 2008, entitled "Procedure
related to proposed Class II Enhanced oil Recovery Injection Wells determined by EPA to have
specific Area-of-Review (AOR) wells with inadequate cement across the Confining Zone". The
Permittee is referred to this enclosed document.

If possible fluid movement out of injection zone is identified, either through weekly
monitoring, or through Newfield's July 10, 2008 procedure described above, or through any

,

other means, (for example: evidence of fluid flow or increased bradenhead annulus pressure
readings, Permittee will shut-in Lone Tree Federal No. 9A-22-9-17 immediately and notify the
Director. No injection into Lone Tree Federal No. 9A-22-9-17 will be permitted until Permittee
has notified Director that the non-compliance has been resolved, has submitted Rework Records
(EPA Form No. 7520-12) with a schematic diagram, and received authorization from Director to
re-commence injection.

Reporting of Noncompliance:

(a) Anticipated Noncompliance. The operator shall give advance notice to the
Director of any planned changes in the permitted facility or activity which may
result in noncompliance with permit requirements.

Authorization forAdditional Well: UIC Area Permit UT20853-00000
Well: Lone Tree Federal No. 9A-22-9-17 EPA Well ID: UT20853-08407
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No EPA-acceptable annulus cement bond within the Administrative Confining Zone
3,154 feet - 3,227 feet), or Alternative Confining Shale "B" (3,444 feet - 3,521 feet).

Lone Tree Federal No. 16-22-9-17 SE SE Sec. 22-T9S-R17E
No EPA-acceptable annulus cement bond within the Administrative Confining Zone
(3,014 feet - 3,204 feet), or Alternative Confining Shale "B" (3,423 feet - 3,498 feet).

Newfield submitted a Corrective Action Plan, effective July 10, 2008, entitled "Procedure
related to proposed Class II Enhanced oil Recovery Injection Wells determined by EPA to have
specific Area-of-Review (AOR) wells with inadequate cement across the Confining Zone". The
Permittee is referred to this enclosed document.

If possible fluid movement out of injection zone is identified, either through weekly
monitoring, or through Newfield's July 10, 2008 procedure described above, or through any

,

other means, (for example: evidence of fluid flow or increased bradenhead annulus pressure
readings, Permittee will shut-in Lone Tree Federal No. 9A-22-9-17 immediately and notify the
Director. No injection into Lone Tree Federal No. 9A-22-9-17 will be permitted until Permittee
has notified Director that the non-compliance has been resolved, has submitted Rework Records
(EPA Form No. 7520-12) with a schematic diagram, and received authorization from Director to
re-commence injection.

Reporting of Noncompliance:

(a) Anticipated Noncompliance. The operator shall give advance notice to the
Director of any planned changes in the permitted facility or activity which may
result in noncompliance with permit requirements.

Authorization forAdditional Well: UIC Area Permit UT20853-00000
Well: Lone Tree Federal No. 9A-22-9-17 EPA Well ID: UT20853-08407

Page 5 of



(b) Compliance Schedules. Reports of compliance or noncompliance with, or any
progress on, interim and final requirements contained in any compliance schedule
of this Permit shall be submitted no later than thirty (30) days following each
schedule date.

(c) Written Notice of any noncompliance which may endanger health or the
environment shall be reported to the Director within five (5) days of the time the
operator becomes aware of the noncompliance. The written notice shall contain a
description of the noncompliance and its cause; the period of noncompliance
including dates and times; if the noncompliance has not been corrected the
anticipated time it is expected to continue; and steps taken or planned to prevent
or reduce recurrence of the noncompliance.

Twenty-Four Hour Noncompliance Reporting: The operator shall report to the Director any
noncompliance which may endanger health or environment. Information shall be provided,
either orally or by leaving a message, within twenty-four (24) hours from the time the operator
becomes aware of the circumstances by telephoning 1-(800)-227-8917 and asking for the EPA
Region 8 UIC Program Compliance and Enforcement Director, or by contacting the Region 8
Emergency Operations Center at (303)-293-1788, if calling from outside EPA Region 8. The
following information shall be included in the verbal report:

(a) Any monitoring or other information which indicates that any contaminant may
cause an endangerment to a USDW.

(b) Any noncompliance with a Permit condition or malfunction of the injection
system which may cause fluid migration into or between underground sources of
drinking water.

Oil Spill and Chemical Release Reporting: The operator shall comply with all other reporting
requirements related to oil spills and chemical releases or other potential impacts to human
health or the environment by contacting the National Response Center (NRC) 1-(800)-424-
8802 or 1-(202)-267-2675, or through the NRC website at http://www.nrc.uscg.millindex.htm

Other Noncompliance: The operator shall report all other instances of noncompliance not
otherwise reported at the time monitoring reports are submitted.

Other Information: Where the operator becomes aware that he failed to submit any relevant
facts in the Permit application, or submitted incorrect information in a Permit application, or in
any report to the Director, the operator shall submit such correct facts or information within two
(2) weeks of the time such information became known to him.

Authorization for Additional Well: UICArea Permit UT20853-00000
Well: Lone Tree Federal No. 9A-22-9-17 EPA Well ID: UT20853-08407
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¿/7 B& 3-ØØ 4 07
LONE TREE 9A-22-9-17

Spud Date:01/10/08 lnitial Production: BOPD,Put on Production: 03/04/08 Proposed Injection MCFD, BWPD
OL: 5251' KB: 5263= Wellbore Diagram
SURFACE CASING . _

.
- FRAC JOB

CSG SIZE: 8-5/8"
.

- 02/271/08 5122-5130' Frac CP2 sands as follows:
GRADE: J-55 15122#20/40 sand in 272 bbis Lightning 17

frac fluid. Treated @avg press of 1901 psiWElGHT: 24#
w/avg rate of23.2 BPM. ISIP,1757 psi.

LENGTH: 7 jts. (315.7P) > 02/27/08 4633-4640' Frac Al sands as follows:
DEPTH LANDED: 326.6]' KB

c
20/40 sand 263 bbl LighetiSn3

HOLE SIZE:12-l/4" w/avg rate of23.3 BPM. ISIP 1356 psi.
02/27/08 4552-4558 Frac A.5 sands as follows:CEMENT DATA:1- 160, sxs Class "G cmt, est 5 bbis cmt to surf 20331# 20/40 sand in 296 bbis Lightning 17

frac fluid. Treated @avg press of 1754 psi
wlavg rate of23.3 BPM. ISIP 1628 psi.

02/27/08 4216-4226 Frac Dl sands as follows:
30445# 20/40 sand in 378 bbis Lightning 17

Cement Top @10 2 frac fluid. Treated @avg press of 1492 psi
w/avg rate of23.2 BPM. ISIP 1540 psi.

PRODUCTION CASING
CSG SlZE: 5-l/2

e r 1/14/09 Tuomg Lenk. Updated rod & tilbingGRADE: J-55 ØÚ/ --

details.

DEPTH LANDED: 5545.21' KB
HOLE SIZE: 7-7/8

CEMENT DATA: 300 sxs Prem. Lite 11mixed & 400 sxs 50/50 POZ.
CEMENT TOP: 1012'

o
oG

2 ( 2
MF JSTUBING ANCHOR: $102.28' KB

NO. OF JOINTS: 2jts (62.96') y

SEATlNG NIPPLE: 2-7/8" (L 10')

SN LANDED AT: 5166.14' KB

NO. OF JOINTS: 2jts (63.01 )
TOTAL STRING LENGTH: EOT @5229 60 KB

Packer @4 18 1'

PERFORATION RECORD

5122-5130' 4 ]SPF 32 holes
4552-4558

4633-4640' 4 JSPF 28 holes
4552-455W 4 JSPF 24 hoics

4633-4640 4216-4226' 4 JSPF 40 holes

5122-5130

NEWPIELD Pero e savi·

LONETREE 9A-22-9-17
E

1990' FSL & 663' FEL

NE/SE Section 22-T9S-R17E

Duchesne Co, Utah

API #43-013-33869; Lease # UTU-13905

MS
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Plugging and Abandonment Diagram
Lone Tree No. 9A-22-9-17

Plug 4: Set a Class "G" cement plug within the 5-1/2
mch casing surface to 751 feet and up the 5-1/2 inch X
8-5/8 inch casing annulus to the surface.

Plua 3: Perforate and squeeze cement up the backside of
the casing across the contact between the Uinta
Formation and Green River Formation 1,015 feet -

1,135 feet unless existing backside cement precludes
cement-squeezing this interval. Set a minimum 120-foot
balanced cement plug inside the casing from
approximately 1,015 feet - 1,135 feet.

Plug 2: Perforate and squeeze cement up the backside of
the casing across the Trona Zone and the Mahogany
Bench from approximately 2,410 feet - 2,570 feet (KB)
unless pre-existing backside cement precludes cement-
squeezing this interval. Set a minimum 160-foot
balanced cement plug inside the casing from
approximately 2,410 feet - 2,570 feet.

Plus 1: Set a cast iron bridge plug (CIBP) no more than
50 ft above the top perforation with a minimum of 20 ft
cement plug on top of the

Plugging and Abandonment Diagram
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OM8 No. 2040-0042 Approval Expires 1/31/05

United States Environmental Protection Agency

GEPA
* ""'" '°"'°°2°"°

WELL REW'ORK RECORD

ame and Address of Permittee Name and Address of Contractor

Locate Well and Outline Unit or3
State County . • Permit Number

Section Plat - 640 Acres
Surface Location Description

N
1/4 of 114 of 1/4 of 1/4 of Section Township Range

Locate well in two dirac ons from mearest lines of quarter section and drilling unit

Surfac

Location ft. frm (N/S) Line of quarter section

and ft. from (ElW)
_

Line of quarter section.

WELL ACTIVITY Total Depth Before Rework . TYPE OF PERMIT

O Enhanded Recovery Total Depth After Rework Area

HydTocarbon Storage Number of Wells

Date Rework Commenced

Lease Name Well Number

Dato Rework Completed

S

WELL CASING RECORD -- BEFORE REWORK

Casing Cement Perforations Acid or Fracture

S Depth Sacks Type From To Treatment Record

WELL CASING RECORD -- AFTER REWORK (Indicare Additions and Changes Only)

Casing Cement Perforations Acid or Fracture

Size Depth Sacks Type From To Treatment Record

DESCRIBE REWORK OPERATIONS IN DETAIL
WORE LINE LOGS, LisT EACH TYPE

USE ADOtTIONAL SHEETS IF NECESSARY .

Log Types Logged Intervals

Öertification

certify under the penalty of law that I have þersonally examined and am famillar with the information submitted in this document and all

attachments and that, based on my inquiry of those individuals immediately responsible for obtaining the information, I believe that the

¡nformation is true, accurate, and complete. I am aware that thero are significant penalties for submitting false Information, including -the

possibliity of fine and imprisonment, (Ref. 40 CFR 144.32)

Name and Official Title (Pteuse type or print) Signature
Date Signed

EPA Form 7520-12 (Rev.
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Form Approved UMB No 2040-0042
UNITED STATESENVIRONMENTAL PROTECTION AGENCY

%Ty WASHINGTON, DC 20460
PLUGGING RECORD

NAME AND ADDRESSOF PERMITTEE NAME AND ADDÉESSOF CEMENTING COMPANY

STATE COUNTY PERMIT NUMBER
LOCATE WELL AND OUTLINE UNIT ON

SECTION PLAT -- 640 ACRES

SURFACE LOCATION DESCRIFIION
N

__
...1/4 of

_
1/4 of __...1/4 of 1/4 of Section

__._
Township

_
Range

LOCATE WELLIN TWODIRECTIONSFROMNEAREST LWES OF QUARTER SECTION AND DRILLINGUNIT
Surface
Location

____
ft. from (N/S) Lineof quarter section

and ft from (E/W)
__

Lineof quarter section

TYPE OF AUTHORIZATION Describe in detail the manner in which the fluid was placed and the
method used in introducing itinto the hole

W E o Individual Eermit
o Area Permit -

o Rule

Numberof Wells..
__

S Lease Name

CASING AND TUBINGRECORD AFTER PLUGGING IvÍETHOD OF EMPLACEMENT OF CEMENT PLUGS

SIZE WT(LB/FT) TOBEPUT IN WELL(FT) TO BE LEFT IN WELL(FT) HOLE SIZE o CLASSI o The Balance Method

o CLASS II o The Dump Bailer Method

o Brine Disposal o The Two-Plug Method

o Enhanced Recovery o Other

o Hydrocarbon Storage

o CLASS III

CEMENTING TO PLUG AND ABANDONED DATA PLUG #1 PLUG #2 PLUG #3 PLUG #4 PLUG #5 PLUG #6 PLUG #7

Size of Hole or Pipe in which Plug Will Be Placed (inches)

Depth to Bottomof Tubing or Drill Pipe (ft.)
Sacks of Cement To Be Used (each plug)
Slurry Volume To Be Pumped (cu. ft.)
Calculated Top of Plug (ft.)
Measured Top of Plug (if tagged ft.)

Slurry Wt. (Lb./Gal.)
Type cement or other material (Class1II)

LIST ALL OPEN HOLE AND/OR PERFORATEÐINTERVALS
Froxn

'
To From To

Signature of Cementer or Authorized Representative Signature of EPA Representative

CERTIFICATION

I certify under penalty of law that this document and all attachments were prepared under my direction or supervision in accordance with a system designed to assure that qualified
personnél properly gather and evaluate the information submitted. Based on my inquhý of the person or persons who manage the system, or those persons directly responsible for
gathering the information, the information subudtted is, to the best of my knowledge and belief, true, accurate, and complete. I am aware that there are significant penalties for
subinitting false information, including the possibility of fine and imprisonment for knowing violations. (REF. 40 CFR 122.22)

NAME AND OFFICIAL TITLE (Please typeor print) SIGNATURE DATE SIGNED

EPA Form 7520-13
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

5. LEASE DESIGNATION AND SERIAL NUMBER:
DIVISION OF OIL, GAS AND MINING USA UTU-l3905

SUNDRY NOTICES AND REPORTS ON WELLS
6. IFINDIAN,ALLOTTEEORTRIBENAME:

7. UNIT or CA AGREEMENT NAME
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-holedepth, reenter plugged

wells, or to drill horizontal laterals. Use APPLICATIONFOR PERMIT TO DRILL fonn for such proposals. GMBU
l. TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER LONETREE 9A-22-9-17

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301333869
3. ADDRESSOF OPERATOR: PHONENUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY MytOn STATE UT ziP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATION OF WELL:

FOOTAGESAT SURFACE: COUNTY: DUCHESNE

OTRIOTR.SECTION.TOWNSHIP.RANGE. MERIDIAN: NESE, 22, T9S, Rl7E STATE: UT

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATIONO NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACKTO REPAIRWELL

Approximate date work will CASINGREPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGETO PREVIOUSPLANS O OPERATORCHANGE TUBINGREPAIR

O CHANGETUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENT REPORT Q CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit OriginalForm Only) --

LJx CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion; O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL StrE OTHER: -

04/19/20 10 CONVERTWELLTYPE RECOMPLETE- DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an injection well on 04/12/2010.

On 04/19/2010 Jaseon Deardorff with the EPA was contacted concerning the initialMITon the above listed well. On 04/19/2010/2010
the casing was pressured up to 1775 psig and charted for 30 minutes with no pressure loss. The well was not injecting during the
test. The tubingpressure was Opsig during the test. There was not an EPA representative available to witness the test.

EPA# UT20853-08407 APl# 43-013-33869 g

RAME (PLEASE P cy Chavez o TlTLE Adminis0trative Assistant

(This space for State use only)

RECEIVED
APR26 2010

DIV.0FOlL,GAS&
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details includingdates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an injection well on 04/12/2010.

On 04/19/2010 Jaseon Deardorff with the EPA was contacted concerning the initialMITon the above listed well. On 04/19/2010/2010
the casing was pressured up to 1775 psig and charted for 30 minutes with no pressure loss. The well was not injecting during the
test. The tubingpressure was Opsig during the test. There was not an EPA representative available to witness the test.

EPA# UT20853-08407 APl# 43-013-33869 g

RAME (PLEASE P cy Chavez o TlTLE Adminis0trative Assistant

(This space for State use only)

RECEIVED
APR26 2010

DIV.0FOlL,GAS&



FORM 3160-5 UNITED STATES FORM APPROVED

(August 2007) DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS USA UTU-13905
Do not use this form for proposals to drill or to re-enter an

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

GMPU
l . Type of Well

Oil Well Gas Well Other 8. Well Name and No.
2. Name of Operator LONETREE 9A-22-9-17

NEWFIELDPRODUCTIONCOMPANY a pg g¡¡ y
3a. Address Route 3 Box 3630 3b. Phone (include are code) 4301333869

Myton, UT 84052 435 646 377 I 10 Field and Pool or FYploratorv Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) MONUMENT BUTTE
11. County or Parish, State

NESE Section 22 T9S Rl7E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Acidize O Deepen Q Production (Start/Resume) Water Shut-OffO Notice of Intent 0 Alter Casing O Fracture Treat Q Reclamation Well Integrity

SubsequentReport Casing Repair Q New Construction Q Recomplete Other
Change Plans O Plug & Abandon Q Temporarily Abandon Change Status

Final Abandonment Convertto Injector O PlugBack O Water Disposal

!3 Describe Proposedor CompletedOperation:(Clearly state all peninent details, including estimated starting date of any proposed work and appoximate durationthereof If the
proposal is to deepen directionally or æcomplete horizontally, give subsurface locations and measured and true vertical depthsof all pertinent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports shall be filed within 30 days following completion
of the involvedoperations. Ifthe operation results in a multiple completion or recompletion in a new interval,a Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has detennined that the site is ready for final
inspection.)

The subject well has been converted from a producing oil well to an injection well on 04/12/2010.

On 04/19/2010 Jaseon Deardorff with the EPA was contacted concerning the initialMITon the above listed well. On
04/19/2010/2010 the casing was pressured up to 1775 psig and charted for 30 minutes with no pressure loss. The well was
not injecting during the test. The tubingpressure was 0 psig during the test. There was not an EPA representative available to
witness the test.

EPA# UT20853-08407 API# 43-013-33869

I hereby certify that the foregoingis true and Title
correct (Printed/ Typed)

Lucv C114vez-Nagpoto Administrative Assistant
Signature Date

04/20/2010

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Aoproved bv Title Date
Conditionsof approval, if any, are attached. Approval of this notice does not war ant or
certify that the applicant holds legalor equitable title to those rights in the subject lease Office
which would entitle the applicant to conduct operations thereon.

Title 18 U.S.C.Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency ofthe United
States anv false. fictitiousand fraudulentstqtements or representations as to anv matter within its jurisdiction
(Instructions on page a RECEIVED

APR26 2010
DIVOF DII GARA
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a

Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground injection Control Program

999 18th Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: 0 'l / /9 / Lo /)

Test conducted by: a m TV7mny
Others present:

Well Name: low ~6tt Û/Ì~2-2- Ý-19 Type: ER SWD Status: AC TA UC

Field: ???ao.mm) /h//e
Location: Ñ/(£ See: z 2. T 4 N /$ R / 7 <Ê/W County: .

/ldm., State:¾

Operator:
'

.A e Úc/<
Last MIT: / / MaximumAllowablePressure: PSIG

Is this a regularly scheduledtest? [ ] Yes j><'JNo

Initial test for permit? (y) Yes [ ] No
Test after well rework? [ ] Yes M No
Well injectingduring test? [ ] Yes [¿J No , If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3

TUBING PRESSURE
InitialPressure psig psig psig

I End of test pressure psig psig psig

CASING / TUBING ANNULUS PRESSURE

0 mmutes psig psig psig

5 minutes psig .

psig psig

10 minutes psig psig psig

15 minutes psig psig psig

20 minutes psig psig psig

25 minutes psig psig Psig

30 minutes psig psig Psig

minutes psig psig Psig

minutes psig psig psig

RESULT Pass j ]Fail [ ] Pass [ ]Fail ( ] Pass J ]Fail

Does the annulus pressure build back up after the test ? [ ] Yes [](] No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus

and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of

a

Mechanical Integrity Test
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Signature of
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Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

LONETREE 9A-22-9-17
2/1/2010 To 6/30/2010

4/10/2010 Day: 1 Conversion

Nabors #809 on 4/10/2010 - Start LD rod string. - MIRU Nabors #809. RU HO trk to annulus
& pump 60 BW @ 250°F. RU pumping unit & unseat rod pump. Flush tbg & rods W/ 30 BW @250°F. Re-seat pump,. Soft joint rod string & strip off flow-T. Fill tbg W/ 8 BW. Pressure test
tbg to 3000 psi. Retrieve rod string & unseat pump. TOH & LD 158 rods. PU polished rod &
SIFN. - MIRU Nabors #809. RU HO.trk to annulus & pump 60 BW @ 250°F. RU pumping unit
& unseat rod pump. Flush tbg & rods W/ 30 BW @ 250°F. Re-seat pump, soft joint rod string
& strip off flow-T. Fill tbg W/ 8 BW. Pressure test tbg to 3000 psi. Retrieve rod string & unseat
pump. TOH & LD 158 rods. PU polished rod & SIFN. Finalized
Daily Cost: $0
Cumulative Cost: $2,560

4/12/2010 Day: 2 Conversion

Nabors #809 on 4/12/2010 - Finished LD rod string. TOH W/ production tbg. TIH W/ packer 8:
test injection string. - RU HO trk & flushed tbg W/ 30 BW @ 250°F, Con't TOH & LD remaining
rod string and pump. ND wellhead & release TA @ 5104'. NU BOP. TOH & talley production
tbg. Break each connection, clean & inspect pins and apply Liquid O-ring to pins. LD btm 33
jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer (W/ wicker slips & W.L.
re-entry guide), new 2 7/8 SN and 133 jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque each
connection on TIH. RU HO trk & pump 10 bbis pad. Drop standing valve & pump to SN.
Pressure test tbg to 3000 psi. Bled air & re-bumped pressure several times. Bump back up to
3000 psi & leave on overnight. - RU HO trk & flushed tbg W/ 30 BW @ 250°F. Con't TOH & LD
remaining rod string and pump. ND wellhead & release TA @ 5104'. NU BOP. TOH & talley
production tbg. Break each connection, clean & inspect pins and apply Liquid O-ring to pins.
LD btm 33 jts & BHA. MU & TIH W/ new Weatherford 5 1/2" Arrowset 1-X packer (W/ wicker
slips & W.L. re-entry guide), new 2 7/8 SN and 133 jts 2 7/8 8rd 6.5# J-55 tbg. Re-torque
each connection on TIH. RU HO trk & pump 10 bbls pad. Drop standing valve & pump to SN.
Pressure test tbg to 3000 psi. Bled air & re-bumped pressure several times. Bump back up to
3000 psi & leave on overnight.
Daily Cost: $0
Cumulative Cost: $7,559

4/13/2010 Day: 3 Conversion

Nabors #809 on 4/13/2010 - Pressure tested tbg. Set & test packer. RDMOSU, - Run Vaughn
Energy Services gyro survey. Perform MIT. - Tbg pressure @ 2000 psi. RU HO trk & re-
pressure tbg to 3000 psi. Holds solid for 1 hour. Retrieve standing valve W/ overshot on
sandline. ND BOP & land tbg on flange. Mix 15 gals Multi-Chem C-6031 & 5 gals B-8850 in 70
bbis fresh water. Pump dn annulus @ 90°F. PU on tbg & set pkr W/ SN @ 4186', CE @ 4190'
& EOT @ 4194'. Land tbg W/ 15,000# tension. NU wellhead. Pressure test annulus & pkr to
1400 psi. Holds solid for 1 hour. RDMOSU. - Run Vaughn Energy Services gyro survey.
Perform MIT. - Tbg pressure @ 2000 psi. RU HO trk & re-pressure tbg to 3000 psi. Holds solid
for 1 hour. Retrieve standing valve W/ overshot on sandline. ND BOP & land tbg on flange. Mix
15 gals Multi-Chem C-6031 & 5 gals B-8850 in 70 bbls fresh water. Pump dn annulus @ 90°F.
PU on tbg & set pkr W/ SN @ 4186', CE @ 4190' & EOT @ 4194'. Land tbg W/ 15,000#
tension. NU wellhead. Pressure test annulus & pkr to 1400 psi. Holds solid for 1 hour.

http://www.inewfield.com/denver/SumActRpt.asp?RC=218434&API=4301333869&Min...
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http://www.inewfield.com/denver/SumActRpt.asp?RC=218434&API=4301333869&Min...



Summary Rig Activity Page 2 of 2

RDMOSU.
Daily Cost: $0
Cumulative Cost: $12,051

4/19/2010 Day: 4 Conversion

Rigless on 4/19/2010 - MIT on Well - On 4/19/2010 Jason Deardorf with the EPA was
contacted concerning the initial MIT on the above listed well (Lonetree 9A-22-9-17). On
4/19/2010 the csg was pressured up to 1775 psig and charted for 30 minutes with no
pressure loss. The well was not injecting during the test. The tbg pressure was O psig during
the test. There was not an EPA representative available to witness the test. Final Report EPA#
UT20853-08407 API# 43-013-33869 - On 4/19/2010 Jason Deardorf with the EPA was
contacted concerning the initial MIT on the above listed well (Lonetree 9A-22-9-17). On
4/19/2010 the csg was pressured up to 1775 psig and charted for 30 minutes with no
pressure loss. The well was not injecting during the test. The tbg pressure was 0 psig during
the test. There was not an EPA representative available to witness the test. Final Report EPA#
UT20853-08407 API# 43-013-33869 Finalized
Daily Cost: $0
Cumulative Cost: $12,351

Pertinent Files: Go to File List

http://www.inewfield.com/denver/SumActRpt.asp?RC=218434&API=4301333869&Min...
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UNITED STATES ENVIRONMENTAL PROTECTION AGENCY
REGION 8

1595 Wynkoop Street
DENVER, CO 80202-1129

Phone 800-227-8917
http://www.epa.gov/regionO8

APR2 9 2010

Ref: 8P-W-GW

CERTIFIED MAIL RECEIVED
RETURN RECEIPT REQUESTED " MATOg 2gjg
Mr. Michael Guinn

. DIV.0FOIL,GAS&MININGDistnet Manager
Newfield Production Company
Route 3 - Box 3630
Myton, UT 84052

RE: Underground Injection Control (UIC)
Limited Authorization to Inject
EPA UIC Permit UT20853-08407
Lone Tree 9A-22-9-17
NESE Sec. 22-T9S-Rl7E
Duchesne County, Utah
API No.: 43-013-33869

Dear Mr. Guinn:

The Environmental Protection Agency Region 8 (EPA) has received Newfield Production
Company's (Newfield) April 20, 2010, letter with enclosures. The enclosed Part I (internal)
Mechanical Integrity test, Well Rework Record (EPA Form 7520-12), schematic diagram, and
calculated pore pressure were reviewed and approved by EPA, satisfactorily completing all Prior
to Commencing Injection Requirements for UIC Permit UT20853-08407.

As of the date of this letter, Newfield is authorized to commence injection into the
Lone Tree 9A-22-9-17 well at a Maximum Allowable Injection Pressure (MAIP) of 1,220psig
for a limited period of 180 days, during which time a Radioactive Tracer Survey (RTS) is
required. If Newfield seeks a higher MAIP than 1,220 psig, it may be advantageous to run a step
rate test prior to conducting the RTS because a RTS conducted at the higher MAIP will be
required. Newfield must receive prior authorization from the Director to inject at pressures
greater than the permitted MAIP during any test.

Please remember that it is Newfield's responsibility to be aware of and to comply with all
conditions of Permit
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If you have questions regarding the above action, please call Emmett Schmitz at 303-312-6174 or
1-800-227-8917, ext. 312-6174. The RTS log with interpretation should be mailed to Jason Deardorff at
the letterhead address, citing mail code 8P-W-GW.

Stephen S. Tuber
Assistant Regional Administrator
Office of Partnerships and Regulatory Assistance

cc: Uintah & Ouray Business Committee:
Curtis Cesspooch, Chairman
Ronald Groves, Councilman
Irene Cuch, Vice-Chairwoman
Steven Cesspooch, Councilman
Phillip Chimburas, Councilman
Frances Poowegup, Councilwoman

Daniel Picard
BlA - Uintah & Ouray Indian Agency

Ferron Secakuku
Director, Natural Resources
Ute Indian Tribe

Larry Love
Director of Energy & Minerals Dept.
Ute Indian Tribe

Gil Hunt
Associate Director
Utah Division of Oil, Gas, and Mining

Fluid Minerals Engineering Office
BLM - Vernal Office

Eric Sundberg, Regulatory Analyst
Newfield Production Company
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Frances Poowegup, Councilwoman

Daniel Picard
BlA - Uintah & Ouray Indian Agency

Ferron Secakuku
Director, Natural Resources
Ute Indian Tribe

Larry Love
Director of Energy & Minerals Dept.
Ute Indian Tribe

Gil Hunt
Associate Director
Utah Division of Oil, Gas, and Mining

Fluid Minerals Engineering Office
BLM - Vernal Office

Eric Sundberg, Regulatory Analyst
Newfield Production Company



RECEIVED: Jun. 06, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-13905 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 LONE TREE FED 9A-22-9-17(RIGSKID) 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013338690000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1990 FSL 0663 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 22 Township: 09.0S Range: 17.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

6 /5 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  2 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 05/31/2012 Nathan Wiser with the EPA was contacted concerning
the 2-year MIT on the above listed well. On 06/05/2012 the csg was

pressured up to 1575 psig and charted for 30 minute with no pressure
loss. The well was not injecting during the test. The tbg pressure was

1000 psig during the test. There was not an EPA representative
available to witness the test. EPA #UT20853-08407

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 6 /6 /2012

June 18, 2012

Sundry Number: 26548 API Well Number: 43013338690000Sundry Number: 26548 API Well Number: 43013338690000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-13905

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well LONE TREE FED 9A-22-9-17(RIGSKID)

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013338690000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1990 FSL 0663 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESE Section: 22 Township: 09.0S Range: 17.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6 / 5 / 2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 2YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 05/31/2012 Nathan Wiser with the EPA was contacted concerning Accepted by the
the 2-year MIT on the above listed well. On 06/05/2012 the csg waS Utah Division of

pressured up to 1575 psig and charted for 30 minute with no pressure Oil, Gas and Mining

loss. The well was not injecting during the test. The tbg pressure was FOR RECORD ONLY
1000 psig during the test. There was not an EPA representative June 18, 2012

available to witness the test. EPA #UT20853-08407

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 6/6/2012

RECEIVED: Jun. 06,

Sundry Number: 26548 API Well Number: 43013338690000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-13905

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well LONE TREE FED 9A-22-9-17(RIGSKID)

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013338690000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1990 FSL 0663 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESE Section: 22 Township: 09.0S Range: 17.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

6 / 5 / 2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 2YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 05/31/2012 Nathan Wiser with the EPA was contacted concerning Accepted by the
the 2-year MIT on the above listed well. On 06/05/2012 the csg waS Utah Division of

pressured up to 1575 psig and charted for 30 minute with no pressure Oil, Gas and Mining

loss. The well was not injecting during the test. The tbg pressure was FOR RECORD ONLY
1000 psig during the test. There was not an EPA representative June 18, 2012

available to witness the test. EPA #UT20853-08407

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 6/6/2012

RECEIVED: Jun. 06,



RECEIVED: Jun. 06, 2012

Sundry Number: 26548 API Well Number: 43013338690000Sundry Number: 26548 API Well Number: 43013338690000

Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground Injection Control Program

999 18* Street; Suite 500 Denver, CO 80202-2466

EPA Witness: Date: / E / / 2
Test conducted by: c e e
Others present

Well Name: one <2 IJ Type: E Status: AC TA UC

Field: Ac>nommL So <

Location:ßEl5E See:92 T% N/$ R ($/W County: schme State:i$

Operator: C A
Last MIT: / / Maximum Allowable Pressure: PSIG

18this a regularly scheduledtest? [ es [ ] No
Initial test for permit? [ J Yes [ ] No
Test after well rework? [ ] Yes [ ] No
Well injecting during test? [ ] Yes [4 No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 TesÈ#2 Test #3

TUBING PRESSURE

.
Initial Pressure / psig psig Psig

End of test pressure psig psig psig

CASING/ TUBING ANNULUS PRESSÜÃË
0 minutes Spg psig . psig Psig

5 minutes psig psig Psig

10 minutes psig. psig Psig

15 minutes psig psig psig

20 minutes psig psig psig

25 minutes psig psig Psig

30 minutes psig psig Psig

minutes psig psig Psig

minutes psig psig Psig

Does the annulus pressure build back up after the test ? [ ] Yes [ No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus

and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of

Sundry Number: 26548 API Well Number: 43013338690000

Mechanical Integrity Test
Casing or Annulus Pressure Mechanical Integrity Test

U.S. Environmental Protection Agency
Underground Injection Control Program

999 18* Street; Suite 500 Denver, CO 80202-2466

EPA Witness: Date: / E / / 2
Test conducted by: c e e
Others present

Well Name: one <2 IJ Type: E Status: AC TA UC

Field: Ac>nommL So <

Location:ßEl5E See:92 T% N/$ R ($/W County: schme State:i$

Operator: C A
Last MIT: / / Maximum Allowable Pressure: PSIG

18this a regularly scheduledtest? [ es [ ] No
Initial test for permit? [ J Yes [ ] No
Test after well rework? [ ] Yes [ ] No
Well injecting during test? [ ] Yes [4 No If Yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 TesÈ#2 Test #3

TUBING PRESSURE

.
Initial Pressure / psig psig Psig

End of test pressure psig psig psig

CASING/ TUBING ANNULUS PRESSÜÃË
0 minutes Spg psig . psig Psig

5 minutes psig psig Psig

10 minutes psig. psig Psig

15 minutes psig psig psig

20 minutes psig psig psig

25 minutes psig psig Psig

30 minutes psig psig Psig

minutes psig psig Psig

minutes psig psig Psig

Does the annulus pressure build back up after the test ? [ ] Yes [ No

MECHANICAL INTEGRITY PRESSURE TEST

Additional comments for mechanical integrity pressure test, such as volume of fluid added to annulus

and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of



RECEIVED: Jun. 06, 2012

Sundry Number: 26548 API Well Number: 43013338690000Sundry Number: 26548 API Well Number: 43013338690000
MIDNIGHT

1

CHART NO. MC M-2500-24HR

' METER DISC NO.

CHART PUT NO
TAKENOFF

>

TIME M TIME M

DATE
DATE Q $

000

Sundry Number: 26548 API Well Number: 43013338690000
MIDNIGHT

1

CHART NO. MC M-2500-24HR

' METER DISC NO.

CHART PUT NO
TAKENOFF

>

TIME M TIME M

DATE
DATE Q $

000



RECEIVED: Sep. 20, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-13905 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
  

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 LONE TREE FED 9A-22-9-17(RIGSKID) 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013338690000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     1990 FSL 0663 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NESE Section: 22 Township: 09.0S Range: 17.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

9 /14 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 9:00 PM on
09/14/2012. EPA # UT20853-08407

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 9 /20 /2012

September 25, 2012

Sundry Number: 30087 API Well Number: 43013338690000Sundry Number: 30087 API Well Number: 43013338690000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-13905

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well LONE TREE FED 9A-22-9-17(RIGSKID)

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013338690000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1990 FSL 0663 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESE Section: 22 Township: 09.0S Range: 17.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/14/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 9:00 PM on Accepted by the
09/14/2012. EPA # UT20853-08407 Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
September 25, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 9/20/2012

RECEIVED: Sep. 20,

Sundry Number: 30087 API Well Number: 43013338690000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-13905

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well LONE TREE FED 9A-22-9-17(RIGSKID)

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013338690000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

1990 FSL 0663 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NESE Section: 22 Township: 09.0S Range: 17.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/14/2012
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 9:00 PM on Accepted by the
09/14/2012. EPA # UT20853-08407 Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
September 25, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 9/20/2012

RECEIVED: Sep. 20,



LONE TREE FED 9A-22-9-17 
Spud Dale: 0 I III!OH 
Put 0 11 Productiun: 0.1 04 OS 

(i L: 525 1' KO: 526.1' 

SURFACE CASING 

("SG Stzl, · M·5 8" 

GRADE: i·55 

WEIGJn ~4" 

I.FS GTII: 7 i's, (3 15.1 1') 

DEPTII I.ANDED: 3~6.61· Kil 

1I0LE S IZE:I ~·1 4" 

CE~fENT DATA: 1- 160. 5~S CI3SS "(j" eml, alS bbls cnll to surf 

PRODUCTION CASING 
CSG SIZE: 5·1 :!" 

GRADE: J·55 

WEIGHT: 15.5" 

LEi':GTII: 1 ~5 i's. (5531.96 ') 

DEPTIII.ANDED: 5545 . ~ I ' Kil 

HOLE SIZE: 7·7 8" 

Canenl Top 

CE~1E~'T DATA 300 s,;s Prcm Ule II Dli.'(ed &: ~OO sxs 50 50 POZ. 

CEMEi'o' TOP: IOI~ ' 

TUBING 

SIZE GRADE. WT.: ~·7 8" J·55 6.5-

NO. or JOINTS: lJ.lilS (4174') 

SEATING NIPPLE: ~·7 8"(1.10') 

SN I.ASDED AT: 4186' Kil 

CE ' /I 4t9O' 

TOTAL STRING LENGTII: EOT II{ 419)' Kil 

LONETREE FEDERAL 9A-22-9-17 

1990 ' FSL & 66.1' FEL 

NES E Scclion22 ·T9S·R I7E 

Duchesne Co, lItah 

API "~1·0 1] • .1.1869; I.ease # lITlJ-1.191lS 

'(l I OI~' 

I llj~'Ction Wcllbore 
Diagram 

~ 1\ 

Packer /{I ~ I 90' 

EOT /i, 419 5' 

"r:- 0.:;: ·1 :!16-~ :!:! 6' 

:$ -.- 4552.455 8' 

:: ...;:: 463,\·464 0' 

:::; ~ 5 1 ~2·5 1 3 o· 

Pln D /I 54 91' 

SHOr: II 55 

m /I 5555' 

FRACJOB 

O~ Z7 08 -1633·4640' 

O~ ~7 OR 4551-4558' 

1114109 

417109 

10/16/09 

04/12110 

04119/10 

Initial Pmduction: BOPD, 
MCFD, BWPD 

Frac (,1'2 sands as rouo~ s: 

IS 1 :!2n 20.m sand in 272 hhIs Light nin~ 17 
frae fluid . Treated ·a avg press of 190 1 psi 
w 3\·g rntt!of23 . ~ BPM. ISIP 1757 psi. 
Fr"Kc '\l sands as rollows: 
1 .. 1491# !O -lO sand in 263 hhl Ijghl lllng 11 
frae fluid. Treated iL a\"g press of 1553 psi 
w avg rate of23.3 BPM. ISIP 1356 psi. 
Frac A.S sands as follows : 
20331. 10AO sand in 196 bbls Lightning 17 
frac Huid. Trc:ued '!,- avg press of 1754 psi 
\\' avg ralcof23.3 HPM. ISfP 16:!8 psi. 
Frat 01 sands as (ollows: 
30445//10.40 sand in 378 bbls Lightning 11 
fi'ac fluid. Treated (Ii a\"g press or 1 "9~ psi 
w a\'g raleof23.2 BPM.IS1P 15·10 pSI. 

Tubing Leak. Updated rod & tubing 
details. 

Cement Repair. Updated rod & tubi ng 
detail 

T ubing I. .. k. Updated rod & tbg detai ls, 

Convert to Injection well 

MIT Completed - tbg \Iet.1I upUated 

PERFORATION RECORD 

512~·51.\0 ' ., iSPF J~ hole. 

4633-4640' 4 iSPF 18 holes 

4551·4558 ' 4 JSpr Z4 holes 

4216·42~6' 4 iSPF .I() holes 

LONE TREE FED 9A-22-9-17
Spud Date: 01 lam initial Production: BOPD,
Put on Production: 03 04 08 Injection Wellbore MCFD, BWPD
GL: 5251' KB:5263' Diagram

SURFACF CASING FRAC JOB

CSG SIZE ti-5 8" 02 271 08 5122-5130 Frac CP2 sands as follows:

GRADE: 1-55 15122* 20 40 sand in 272bbis Lightning 17
frac Guid. Treatedd avg press of 1901 psi

WEIGIrl 24" w arg rateof 23.2 BPM. lSIP 1757 psi.
LFNGTII: 7 jts. (315.71 ) 02 27 08 4633-4640 Frac Al sands as foliews:

147-19#2640 sand in 263hbl I.ightmng 17
DEPTil LANDED 326.6E KB frac Huid. Treated e avg press of 1553 psi

liOLE SIZE:12-I 4" w avg rateof23.3 BPM. lSIP 1356 psi.
02 27 08 4552-4558 Frac A.5 sands as follows:

CEMENTDATA I- 160, sus Class "G" cmt, est 5 bbis cmt to surf 20331¤2040 sand in 296 bbis Lightning 17
frac nuid.Treateda avg press of 1754 psi
w avg raicof23.3 BPM. ISIP 1628 psi.

02 27 08 4216-4226 Frac Di sands as foiows:
30445d20 40 sand in 378 bbis Lightning 17

CcmentTopa 1012 frac fluid. Treatedy avg pressof 1492 psi
w avg rateof23.2 BPM. ISIP 1540 psi.

PRODUCTION CASING 1/14/09 Tubing Leak. Updated rod & tubing
CSO SIZE: 5-1 2" detalls.

GRADE:J-55 4/7/09 Cement Repair. Updated rod & tubing
detail

WEIGHT:15.5 10/16/09 Tubing i.eak. Updated red & lbg details.
LENGTil: 125 jts. (5531.96') 04/12/10 Convert to injection wei
DEFHi LANDED: 5545.21' KB 04/19/10 MIT Completed - tbg detall updated

HOLE SIZE. 7-7 8"

CEMENT DATA 300 sts Prem Lite Il mixed & 400 sus 50 50 POZ.

CEMEN I TOP: 1012

TUBING
SIZE GRADE WT.: 2-7 8" J-55 6.5¤

NO. OF JOINTS: 133 jts (4174 )
SEATINGNIPPLE:2-7 8"(1.10')

SN l.ANDED AT: 4186' KB

CEra 4190'

TOTAL STRING1.ENGTII EOT'a 4195 KB

Packerm 4190

ECT w 4195

4216-4226

PERFORATION RECORD
5122-5130 4 JSPF 32 holes

4552-4558 4633-4640 4 JSPF 28 holes
4552-4558 4 ISPF 24 hoics

4633-4640 4216-4226 4 JSPF 40 holes

5122-5130

NEWFIELD ""I""sa"

- SHOF « 5545

LONETREE FEDERAL 9A-22-9-17
/ \ ro a ssss

1990' FSL & 663' FEL

NE SE Section 22-T9S-RI7E

Duchesne Co. Utah

API 443-013-33869, l.case # UTU-13905
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